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o 1.0
SUMMARY AND OBJECTIVES

This document presents the findings of the investigations conducted to collect specific additional information
to evaluate the need for and, as necessary, to support the selection of an appropriate interim response action
(IRA) at four identified sites at the Rocky Mountain Arsenal (Figure 1-1). The four sites include the M-1
Settling Basins, Section 36 Complex Disposal Trenches, Lime Settling Basins, and the Motor Pool Area.
Responsibility for investigating a fifth site, the dibromochloropropane (DBCP) spill site in the rail
classification yard (site No. 5), was accepted by Shell Chemical Company.

This summary section discusses the following report and explains its role in the IRA alternative assessment
process described in the Federal Facility Agreement (FFA). This section will also serve as a guide to direct

y the reader to existing and new information contained in this documcnt.

The Final Technical Program Plan Fiscal Year (FY) 88 - FY 92 states that the objective of the Remediation
of Other Contamination Sources IRA is to “mitigate the threat of relcases from selected hot spot sources...."
# i The Remediation of Other Contamination Sources IRA is described in Section 22.1 paragraph (1) of the
FFA. The process set forth in paragraphs 22.5 through 22.14 of thc FFA governs the asscssment, design,
and implementation of this IRA. The goal of this IRA assessment is defined in paragraph 22.6 of the FFA,
which states that the assessment can use all appropriate previous studics or assessments to cvaluate the need

for an IRA and the selection of the most cost-effective alternative for attaining the objective of the IRA.

According to the Final Task Plan for this IRA, the need for an IRA should be based on whcther any of the
hot spots could be considered an active source of groundwater contamination, and, if so, if there is significant
risk to the public, and/or if there is a clear and significant benefit 10 be gained by performing an IRA at
this time. The IRA investigative program was designed to provide information needed to evaluate these

issues and to assess the alternative remedial technologies available to perform the interim response actions.

Before the IRA assessment process, field investigative programs were conducted at each of the hot spots

covered by this IRA. Review of the existing information for each sitc indicated that the spots may be active

groundwater contamination sources, but uncertainty existed concerning possible upgradient groundwater
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contamination sources, the size or location of specific source areas, and the magnitude of groundwater

contamination contributed by a hot spot relative to upgradient groundwater contamination sources.

The findings of the past studies were reviewed during the development of the investigative program
implemented for this IRA. This information is presented in detail in the Central Study Area Report
(CSAR), the Western Study Area Report (WSAR), the South Plants Study Area Report (SPSAR), and the
North Central Study Area Report (NCSAR) and also in various Contamination Assessment Reports (CARs).
These findings are summarized in Section 2.0 of this document which includes a site background overview
for each of the four sites investigated under this program. The overview discusses the location, operational
history, geology, hydrology, previous investigations, and the nature and extent of contamination at each sitc
at the beginning of this program. Additional information concerning each site is contained in the study area

reports.

A description of the IRA field investigative program is contained in Section 3.0. Additional dctail concerning
the individual investigative programs and the specific Standard Operating Procedures (SOP) for ficld
operations are contained in the Final Task Plan and its appendixes, including the Sample Design Plan and

Quality Assurance Program Plan (QAPP).

The results of the IRA field and laboratory investigations conductcd at each area, including geophysical,
soils, groundwater, soil gas survey, in situ vitrification and chemical fixation treatability evaluations, and the
chemical analytical programs, are contained in Section 4.0.

Section 5.0 lists the references cited in this document.

Summarized site backgrounds, boring and trenching logs, well completion forms, well development and

sampling forms, and QA/QC data are contained in the appendixes.

(q){(2002-350- WYVERSION 3.0/SECTION1.RPT)(12/10/90)
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SITE BACKGROUND

The Rocky Mountain Arsenal (RMA), located 10 miles northeast of Denver in Adams County, Colorado,
was established in the spring of 1942 as a chemical warfare agent manufacturing facility. During World War
11, the Arsenal’s basic mission was the manufacture of mustard, lewisite, and incendiary bombs, but arsenous

chioride and chlorine gas were also produced.

During the years following the war, the Arsenal distilled all available stocks of mustard and demilitarized

several million rounds of mustard-filled artillery shells.

In 1947, the Julius Hyman Company leased part of the South Plants facilities for the production of insecti-
cides. The Shell Chemical Company (SCC) took over the operation of the insecticide manufacturing
facilities in 1952 and still occupies a portion of the South Plants facilities. During the years that the facility

was operated by SCC, it manufactured both chlorinated organic and organo-phosphorous insecticides and

chlorinated organic herbicides.

Construction of the North Plants manufacturing facility was completed in 1953. This facility was responsible

for the manufacture of GB nerve gas until 1957 and munitions filling operations until 1970.

Since 1970, RMA has primarily been engaged in the demilitarization and disposal of chemical warfare
materials including GB agent, mustard agent, anti-crop agent (TX), and explosive componcnts followed by

the environmental cleanup of the Arsenal, which is now the Army’s sole mission at RMA.

In the mid- to late 1970s, the Army established a contamination control program and initiated a series of
contamination assessment studies. The studies led to the ideatification of numerous potential contaminant

source areas. Several of these arcas were later identified as hot spots or potential sources of groundwater

contamination.
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The four areas investigated under this ficld program were categorized as hot spots. The following sections
provide information describing the location and history of each arca. Additional information regarding these
sites is contained in the Contamination Assessment Reports and the Study Area Reports for those areas.
Detailed descriptions of the regional geology and hydrology along with site-specific geology and hydrogeology

for cach site investigated are contained in Appendix A.
2,1 M-1 SETTLING BASINS
2.1.1 Site Location

The M-1 Settling Basins are located in the South Plants area just south of December 7th Avenue along the
northern edge of the northwest quarter of Section 1 (Figure 1-1). The northwest corner of the basins is 75
feet south of the centerline of December 7th Avenue and 30 feet east of the contaminated sewer line that
drained from the South Plants into the Lime Settling Basins (Figure 2-1). The elevation of the ground
surface in the M-1 Basins area is between 5,260 and 5,265 {eet above mean sea level (msi). The basins and
the berms surrounding them occupy an area of approximately 46,000 square feet. The clevation of the

bottom of the basin, as shown in a 1943 construction drawing, is 5,256.8 feet above msl.
2.12 Site History

Two basins were originally constructed in 1942, but when these filled with solids, a third was constructed in
1943. All three were unlined, each measuring approximately 90 feet wide (east-west) by 115 feet long by
5 fect deep. They were initially constructed to treat waste fluids from the lewisite plant. However, lesser
amounts of waste materials from the Acetylene Generation Building, the Thionyl Chloride Plant, and the

Arsenic Trichloride Plant were disposed in the basins.

The liquids that were discharged into the basins had passed through a set of reactor towers where calcium
or sodium hydroxide was added, then flowed north through a wood trough into the basins where the arsenic
precipitated out of solution. The elutriate was decanted through a 30-inch-diameter pipe to the Lime
Settling Basins (in Section 36) where final treatment took place. The treated liquids were then discharged
into Basin A (Ebasco Services, Inc. 1987).

(4q)(2002-330-9)(VERSION 3.0/SECTION2ZRPT)(12/10/90)
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The basins also received a considerable amount of mercuric chloride catalyst due to an accidental spill.

Various sources reported quantities such as 183,000 pounds, 500 pounds, 30,000 gallons, and $25,000 worth.

---ﬁ_.-
. \

. - The basins were backfilled in approximately 1947 and are now covered with soil and/or structures. The
facilities that surround the M-1 Basins arca were used by SCC to manufacture insecticides from 1952 until

the 1980s.
2.13 Geologic and Hydrologic Setting
The Army Spill Sites investigation (Ebasco Services, Inc. 1988f) concluded that a vencer of alluvium

approximately 10 feet thick overlics Denver Formation bedrock in the M-1 Basin area. Howcver, Monitoring

Wells 01503 and 01504 drilled just north of the M-1 Basins show depths to bedrock of 17 and 15 feet,

~rw eewr - -

respectively. Due to construction activities, artificial fill may be present over the natural alluvium.
Lithologies encountered include gravelly to silty sands with lesser amounts of clayey sand to silty clay. The
underlying Denver Formation is generally finer grained, more consolidated, and less permeable than the

3
3
‘L alluvial section.

Based on Figure 36-4-4 in the Phase I Lime Settling Basins report (Site 36-4) (Environmental Science and
Engineering, Inc. 1987b), it appears that the groundwater gradient in the vicinity of the M-1 Basins is toward
the north at 0.006 to 0.008 feet per foot. The depth to groundwater in the vicinity of the M-1 Basins is

-
, ' approximately 8.5 feet.
r
i 22 COMPLEX DISPOSAL AREA
’ .
22.1 Site Location

-

The primary area of trench disposal at RMA is in Section 36, Site 36-17. The complex disposal trench area
occupies about 107 acres located in the east-central portion of Section 36 along the east cdge of Basin A
(Figure 1-1). Section 36 is bound by December 7th Avenue on the south, Eighth Avenue on the north, "E"

Street on the east, and "D” Street on the west. The surface elevation in the study area ranges from about
5,235 to 5,260 feet above msl. Surface drainage within Site 36-17 is to the south and southwest into Basin

24
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A. No perennial surface water exists in the study area. Figure 2-2 is a base map of Section 36 showing Site

36-17.
222 Site History

Most waste disposal activities at RMA during the 1940s and 1950s occurred in Section 36, and complex and
sometimes overlapping waste disposal activities continued into the late 1960s. Most of the waste materials
were disposed in burial trenches. The primary area of trench disposal activity in Section 36 is Site 36-17,
which is divided into a northern (36-17N) and a southern (36-17S) portion. To facilitaie the previous
investigations, Site 36-17N was further subdivided into eight geophysically anomalous areas labcled A through
H (Figure 2-2).

Site 36-17N, which encompasses Sites 36-9 (Incendiary Test Area) and 36-16 (Incendiary Burial Site), was
the primary solid waste disposal area at RMA in the 1940s and 1950s. Solid chemical wasic and potentially
contaminated tools, equipment, unwanted containers, rejected incendiaries, and empty munitions casings
were decontaminated with caustic or another decontaminant, and then hauled to burn trenches or pits (o

ensure complete decontamination by incineration.

The burn trenches or pits, approximately 8 to 10 feet deep, 15 feet wide, and 100 to 200 fect long, typically
had a bottom layer of approximately 4 to 5 tons of lumber. The solid waste was placed on top of the Jumber
until the trench or pit was full. Additional lumber and approximately 300 to 500 gallons of fucl oil were then

placed into the trench or pit and the contents burned.

Remaining metal was checked for contamination and, if necessary, reburned. The decontaminated,
salvageable metal remained in the pit. Some metal was removed later and sold as scrap. The pit was then
backfilled and the nonsalvagable materials buried. Burning and disposal trenches and pits appear to have

been dug on a regular basis until the late 1960s (Environmental Science and Engineering, Inc. {ESE] 1988c).
Historically, trench disposal activities were originally concentrated in the center of Section 36 immediately

cast of Basin A. However, when the North Plants operation came online in 1952, the size of Basin A

increased significantly until it eventually overran some of the older trenches. (Refer to Figure 4-1 in Section

25
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4.0 of this document.) The trench disposal activities gradually shifted north and then east of the expanding
boundary of Basin A.

Site 36-17S is located immediately south of Site 36-17N along the east edge of Basin A. This site was
primarily used to store drums of off-specification materials, including intermediates and products with
potential recycling value, laboratory wastes, and filters. However, a disposal area immcdiately north of
Site 36-3, and a nonburnable trash disposal area just north of December 7th Avenue at the western edge
of 36-17S, have been reported, but their exact locations have not been confirmed.

223 Geologic and Hydrologic Setting

The surface of Site 36-17 is partly covered by a thin (0-3 foot) mantle of eolian sand/silt which overlies a
Pleistocene alluvium which consists of interbedded silty sand, gravel, and clay. The alluvial thickness varies
from 12 to 17 feet throughout Site 36-17N and from 18 to 24 feet throughout Site 36-17S. The soil at 36-17N
is classified in the Ascalon series and is characterized as Ascalon-Vona sandy loam with u 1 to 5 percent
slope. Soil at 36-17N is classified in both the Ascalon and Platner series and is characterized as Ascalon-
Vona sandy loam with a 1 to 5 percent slope and Platner clay loam with a 0 to 3 percent slopc (ESE 1988a).

The Denver Formation lies beneath the alluvium, and closely follows the surface topography. The Denver
Formation is characterized by bentonite-rich clay/shale and compact lenticular sand horizons. Lithologic
variations in the Denver Formation include interbedded siltstone, claystone, sandstone, low-grade coal,

lignite, and volcaniclastic materials (ESE 1988a).

Forty-six Phase I soil borings were used to investigate the alluvium and upper portion of the Denver
Formation. The allu.ir» consisted of sandy silt or silty sand. Eolian deposits or alluvial clay-rich zones
were not recognized in any of the Phase I borings (ESE 1988a). No geological investigation was performed
during the Phase 11 field progran:.

The alluvial aquifer is unconfined, and the Denver Formation aquifer is considered to be semiconfined in
the upper zones and confined in the lower zones. Groundwater at RMA generally flows to the north and
northwest. However, geological variations in Section 36 and the existence of a groundwater mound in the
South Plants area south of Section 36 result in variable local grounawater flows in Section 36. Groundwater
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depths and elevations ranged from 0.94 to 26.66 feet, and 5220.49 to 5246.11 feet above mls, respectively
(D.P. Associates, Inc. 1985b). The greatest depth to groundwater in Section 36 occurs in the northwest area

of the section, whereas the depth to groundwater is shallow near the center of the section.

More detailed groundwater flow information can be found in two Litigation Technical Support and Services,
Task No. 4 reports by Environmental Science and Engineering, Inc. (ESE 1987¢ and 1988c).

23 LIME SETTLING BASINS

23.1 Site Location

The Lime Settling Basins, Site 36-4, are located in the southwestern portion of Section 36 at RMA
approximately 500 feet north of the M-1 Settling Basins (Figure 1-1). The site consists of three unlined
basins, each approximately 1 acre in size. The boundaries of Site 36-4, as defined by Environmental Science
and Engineering, Incorporated (ESE 1987), include berms that surround the basins as weil as associated
materials between the basins. The total area of investigation is approximately 210,000 ft’ and has a surface
clevation of 5,250 feet above msl. Because of the proximity of the Lime Settling Basins to the M-1 Settling
Basins and their related disposal history, the Lime Settling Basins are shown in the figures illustrating the

M-1 Settling Basins. Figure 2-1 shows the M-1 Settling Basins/Lime Settling Basins area.

232 Site History

The Lime Settling Basins were constructed in the early 1940s to remove arsenic, by precipitation, from South
Plants wastewater. Wastewaler treated in the M-1 Settling Masins was piped to the Lime Scitling Basins for
further treatment before it was released to Basin A. The basins also received liquid waste from the South
Plants until the chemical sewer was constructed in the early 1950s. Wastewater was percolated through a
lime bed in the basins to raise the pH and precipitate metals (including arsenic) generated by the

manufacture of lewisite.

All wastewater originating from the South Plants area was channeled through the M-1 Settling Basins to the
Lime Settling Basins, and finally to Basin A. This water flowed through an underground scwer and into a
ditch along the south side of the basins. Flow from the ditch into the basins was controlled. Materials
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possibly contained within the basins include a reported spill of 500 gallons of mercury catalyst and the
disposal of approximately 150 drums of mustard in the basins between 1959 and 1960. Rcports also note
that the mustard may have been neutralized, and that the term "drum” refers to a quantity and not that the

material was disposed of in drum containers.
233 Site Geologic and Hydrologic Setting

The Lime Settling Basins arc underlain by approximately 10 feet of Quaternary silty sands derived from

alluvial fill, dune sand, and glacial outwash. Bencath the unconsolidated Quaternary alluvial and eolian

deposits is the Denver Formation which forms the bedrock surface in the area. This formation consists of

clay-shale and siltstone interbedded with poorly sorted, weakly lithified, fine- to medium-grained sandstone
L (ESE 1987b).

Phase I borings encountered alluvial material consisting of interbedded silt and silty sand to the maximum
depth explored (10 feet). Much of the surface of the Lime Settling Basins is covered by fluid or dry residual
4 material. Waste residue {nonsoil) from the Lime Settling Basins was encountered in five borings at varying

depths.

The Lime Settling Basins area is in a topographic low in the southwestern portion of Scction 36 (ESE
1987b). At the time of the Phase I drilling, surface water was present at the site. As of April 1987, surface
water flowed from the Lime Settling Basins into Basin A as it did during the early period of use. In the

later stages of active use, a drainage ditch apparently connected the Lime Settling Basins to Basin B.

The groundwater flow beneath the basins area is to the north. Within Section 36, flow dircction varies from
northeast to west duc to local bedrock influences. Water level data gathered in March 1986 as part of the
Task 4 investigation indicate the water table elevation ranges from approximately 5, 245 to 5,252 feet above

msl across this site (ESE 1987c), or approximately 2 to 4 feet below the surface.

Four Phase I borings encountered water at depths between 2.2 and 3.8 feet. Using thc top of boring
clevations and these water levels, the estimated groundwater elevation is 5,249 feet above msl for borings
¢ 3167, 3169, 3169, and 3171, and 5,250 feet above ms! for boring 3172 (ESE 1987b).
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None of the Phase 1I borings encountered bedrock, but 14 of the borings encountered the water table at
depths ranging from 4.4 to 10.2 feet.

24 MOTOR POOL AREA
2.4.1 Site Location

The Motor Pool Area comprises the developed area in the southeastern corner of Section 4 on the Rocky
Mountain Arsenal (Figure 1-1). The site is located near the rail yard on the west side of thc boundary line
between Sections 3 and 4 and is approximately 650 feet by 2,300 feet in size. Structures within the site
include 7 tanks, 3 old foundations, and 26 buildings. The structures consist of administration buildings,
motor vehicle storage and maintenance buildings, warehouses, a railroad roundhouse and tracks, former
agricultural research buildings, fuel storage tanks, a fuel station, and a groundwater well pumphouse (Figure

2:3).
# o 2,42 Site History

The following overview summarizes historical events revealed from previous documents, investigations, and
reports. The Western Study Area Report (WSAR Ebasco 1989) is referenced extensively throughout this

section.

Before 1942, the Motor Pool site was agricultural land that was used to produce wheat and corn, or used
as grassland for hay production and grazing cattle. Chemical use and storage at the site arc unknown for

this period.

Since being acquired by the Army in the 1940s, the Motor Pool Area has been used for servicing equipment,

{ vehicles, and railroad cars, as well as for storing fuel, road oil, and flammable liquids. Construction of Army
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facilities at the Rocky Mountain Arsenal began in 1942. Most of the structures in the study area and the
railroad spurs into the Motor Pool Area from the northwest and southern boundaries were built during
initial construction activities. During this period a sanitary sewer system was constructed that extended from
the Motor Pool and rail yard areas, to the north. Portions of the sewer ended in septic tanks and drainage
fields. In 1945 the sewer was completed with the construction of two pump stations and a pressurized sewer

line that flowed eastward into the interceptor line north of the Administration Area.

Records indicate that solvents were used for cleaning and repairing equipment and vehicles in buildings
surrounding the Motor Pool from the early 1940s until at least 1985. Caustics, rust inhibitors, fuel, oil, and
grease were also used, and metal surfaces of the equipment and vehicles were stripped and sanded there.
Some of the buildings were known to discharge water and other liquids and residues from these maintenance

operations through floor drains and pipes into unlined ditches (Ebasco 1989).

The roundhouse has been in use since the beginning of operations at RMA in 1942. It has been used for

- the maintenance of locomotives, railcars, and other heavy equipment. A sump, which is connected to a
# septic tank 100 feet to the north, was investigated in 1988. Solvents used to clean parts and surfaces may
have been discharged to a ditch east of the roundhouse or possibly to the ground and seplic tank (Ebasco
1988). From 1968 to 1982 the building was used by the U.S. Army reserve units for vehiclc maintenance.
From 1975 to 1985, it was used periodically as a repair shop for earth-moving equipment. A small structure

used to store cleaning solvents and paint thinners used in Building 631 is attached to this building,

Some of the buildings in the northern part of the Motor Pool were used for pesticide anu herbicide storage
- during the early 1950s (Ebasco 1989). At approximately the same time, several laboratorics for the study
: of insecticides and plant pathology were operated by Julius Hyman and Company in the southern portion
of the Motor Pool Area (Ebasco 1989). From 1953 to 1957, Shell Chemical Company maintained these

facilities as an agricultural research and bioassay laboratory (Ebasco 1989).

I( Several gasoline and diesel fuel storage tanks were installed in 1942 and 1943. Each tank has a capacity of
10,000 gallons. Five of the tanks are surrounded by berms.
r-
b In 1954, three alluvial groundwater supply wells and pumphouses were constructed in the northwestern part
r of Section 4 to supply industrial makeup water to the South Plants during dry periods when surface water
: 2-12
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was insufficient. The wells are still maintained for water supply to the lakes in dry years. A buried pipeline

was built across the study area to carry the water.

243 Site Geology

The two uppermost stratigraphic units beneath the Motor Pool area are Quaternary alluvium and the Denver
Formation bedrock. The alluvium is approximately 100 fect thick beneath the site and is comprised of sands,
clayey sands, gravelly sands, and silty sands. The underlying Denver Formation is composed of interbedded

claystone, sandstone, and sandy claystone (Ebasco Services, Inc., 1988a).

The alluvial groundwater flows rorthwest and north-northwest, which is also the regional direction of

groundwater flow at RMA. The depth to groundwater below ground surface is generally about 60 feet.
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3.0
L | IRA FIELD INVESTIGATIVE PROGRAM

This section summarizes the IRA field investigations that were conducted at the four hot spots investigated

under this task order.

The IRA ficld investigative program was designed to collect specific information concerning the four hot spot
areas. The program included extensive geophysical surveys, sampling soil and waste materials, and sampling
groundwater upgradient and downgradient of the suspected contamination source areas. Samples for quality
assurance and quality control (ﬁA/QC) were collected in accordance with the Sampling and Analysis Plan
(SAP) and the Quality Assurance Project Plan (QAPP). One-hundred field samples were collected during
the IRA investigative program {rom three areas: (1) the M-1 Settling Basins, (2) Site 36-17, and (3) the

Lime Settling Basins. A soil gas survey was conducted at the Motor Pool Area.

3.1 GEOPHYSICS

This section describes the methods and equipment used to conduct geophysical surveys to identify possible

disposal trenches and to clear locations for drilling and trenching operations.

3.1.1 Equipment Used

: The EM-31 terrain conductivity meter and the EDA OMNI, including a magnetic gradiometer, were used
for geophysical data collection. The EM-31 meter measures conductivity of the ground to a maximum depth
! of 20 feet. The EDA meter measures the magnitude of the magnetic field of the earth as well as the

gradient of the magnetic ficld of the earth at a point.
f 3.12 Personnel Protection
b Personne! who performed geophysical surveys were required to wear, at a minimum, modified Level D
e protection (tyvek coveralls, taped inner and outer gloves, and steel-toed rubber boots with neoprene covers).

b Level C protection was required in areas where there was a possible asbestos hazard or when dust levels

r"“ were increased by windy conditions.
{
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3.13 Geophysical Survey Procedures

Terrain conductivity and magnetic data were collected along previously surveyed grid lines. The data were
collected with instruments that have internal memories, thus providing the capability to transfer the data to
a personal computer (PC) for subsequent viewing, manipulation, and permanent storage. These instruments
also allow the addition of locator information for each line of data so that locations can be casily recovered.

The same location information was recorded in separate field notebooks as a backup.

The objective of the geophysical survey was to identify the trench boundaries, based on the assumption that
disturbance of the ground and the metal in the trenches wouid generate both terrain conductivity and
magnetic anomalies that differ from the background signal (undisturbed ground with no buried metals).
Interpretation was based both on correlation of terrain conductivity and magnetic anomulies along each
individual profile, as well as continuity of anomalies from profile to profile. Since several traverse profiles
crossed perpendicular to the long axis of each disposal trench, continuity of anomalies from profile to profile

provided reinforcement for interpretation.

The terrain conductivity meter and the magnetometer serve as metal detectors. The terrain conductivity
meter measures two quantities: in-phase conductivity and out-of-phase (quadrature) conductivity. The in-
phase conductivity is generally more responsive to the presence of metals. The out-ol-phase data are
generally more responsive to smaller amplitude changes of the intrinsic conductivities of the ground although

it can also be responsive to the presence of metals.

Total ficld- and vertical-gradient magnetic data were collected also. The vertical-gradient data are generally
more sensitive to the presence of buried metals than total-field data are, so they were relied upon more to

determine whether buried metals exist (thus reflecting the presence of the disposal trench).

Previous investigations indicated that the identification of a trench is somewhat dependent upon the
subjective judgement of the interpreter. Spatial correlation of anomalies from different measured quantities
and correlations from profile to profile significantly increase confidence. However, it is possible that buried
metais may respond to one method but not to another. Such cases require more interpretative judgement

and were so noted.
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Profiles stored on disk were later plotted on "hard-copy” printer output for further interpretation.
Interpretation was done primarily from the profile data. Where density of data was sufficient and
circumstances warranted, the data were transferred to a suitable contouring routine for generation of plan

view contours.
32 EXPLORATORY TRENCHES
This section describes the methods and equipment used to excavate exploratory trenches to investigate Arca

36-17N disposal trenches. Additional detail describing specific tasks and procedures is contained in the Final
Task Plan, Sample Design Plan, and SOPs for the Task Order 2 Field Program.

32.1 Equipment Used

A Case W20B front-end loader and a Case 580E backhoe were used for trenching operations. A trailer-

mounted high-pressure steam spray unit was used for gross field dec~ut.mination.

322 Site Setup

All trenching sites were setup in the same manner unless noted otherwise. The exclusion zone (EZ) was
set at a radius of 50 feet from the actual intrusive activity for all trenching. The support crew, air trailer,
and field decontamination area were kept upwind of the trenching activity.

323 Trenching

Before starting trenching activities, the ends of the original Army disposal trenches were tentatively
identified, cleared, and staked based on the results of the geophysics program. See Woodward-Clyde SOP
No. 5 for procedures used during the geophysics program. Except for changes listed below, trenching was

performed according to Woodward-Clyde SOP No. 3 of the Sampling Design Plan.

Trenches were initially excavated to a depth of approximately 5 feet and continued at this depth laterally

—_—

until waste or debris was encountered. Once the waste zone was encountered, the trench was excavated to

the bottom of the waste to identify the clean soil contact at the bottom of the disposal trench. This proved

L
A,
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to be the most efficient method of locating the waste zones since the geophysics program identified a variety

of anomalous features including waste, metal, water, and disturbed ground.

After identifying the boundaries of the waste zone, the backhoe bucket was decontaminated with a high
pressure sprayer, alconox, and bleach. The waste material was sampled by scooping a bucket of material

with the backhoe from the bottom of the waste immediately above the waste/clean soil boundary.

32.4 Sampling

The analytical samples were removed from the center of the backhoe bucket with a clean stainiess steel
spoon. The soil/waste was then poured from the spoon into the respective sample jars. All samples for
Army agent screening were collected in the same manner except that the soil/waste was poured through a
clean pyrex glass funnel and forced through the funnel opening with a clean glass stirring rod into the bottle

containing chloroform. All soil/waste samples were taken in the following order:

. Soil/waste samples (and associated duplicate)

. Army lab samples (chloroform and double-bag sample)

The rinsate samples were collected by pouring distilled water over the previously decontaminated sampling
utensil or backhoe bucket. The water was allowed to run directly into the rinsate bottles. All rinsates were

taken in the following order:

. 1-liter amber bottles

. 250-milliliter (ml) amber bottles

. 500-ml plastic bottles (acid-fixed for total metals)
. VOA bottles

325 Decontamination Procedures

Sampling utensils and filled sample and rinsate bottles were decontaminated after sample collection by first

washing them in an alconox/distilled water solution, then rinsing in distilled water. Gross decontamination
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in the field was performed by first spraying with high pressure hot steam, then a bleach solution spray, and

a final high pressure steam spray. Decontamination water was contained in barrels.
32.6 Personal Protective Equipment (PPE)

Personnel working in the exclusion zone during the trenching activity were required to wear Level B personal
—— protective equipment (PPE). Downgrading to Level C PPE inside the exclusion zone was allowed with the
approval of the site safety officer (SSO) if no instrument readings above background were encountered while
trenching. All personnel outside the exclusion zone were required to wear minimum Level C PPE during
intrusive activity. Downgrading to Level D PPE was allowed outside the exclusion zone when a Level C PPE

downgrade was in effect inside the exclusion zone.
32.7 Soil/Headspace Screening Procedures

An Army M-43 instrument was placed downwind of the intrusive activity during trenching. A 5- to 6-foot
length of tygon tubing was extended from the instrument toward the actual site of the intrusive activity.

During intrusive /sampling activity, personnel monitored the breathing zone, open pits or trenches, waste
piles, soil drums, and any exposed debris or material with ar HNu photoionization meter or organic vapor

analyzer (OVA).

A grab sample of the excavated material was retrieved from the first backhoe bucket at 2-foot depth intervals
in the waste or from any suspicious material from each pit or trench and placed into a plastic bag to be

r~ screened as follows:

. HNu headspace

. Army M18A2 test kit

(a) Nerve agents

(b) Lewisite

(¢) Mustard

Phosphoric acid esther Draeger tube

"
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33 IN SITU VITRIFICATION (ISV) TREATABILITY TEST

This section and SOP No. 4 (Sampling for In Situ Vitrification [ISV] Test) may be rcferenced for a

description of the procedures used to collect the ISV sample.

33.1 Equipment Used

A Case 580E backhoe was used for trenching operations to collect bulk soil and water samples. A trailer-
mounted high pressure steam spray unit was used for gross field decontamination. A portable, gasoline-

engine-powered cement mixer was used to composite bulk samples of both the soil and waste.

33.2 Decontamination Procedures

.- The sampling utensils and the filled sample and rinsate bottles were decontaminated by first washing them
in an alconox/distilled water solution followed by rinsing in distilled water. Gross decontamination in the
field was performed by first spraying with high pressure steam, then with a dilute bleach solution spray, and

a final high pressure steam spray. Decontamination water was contained in barrels.

333 Bulk/Soil Sampling

Six pits were dug in the M-1 Settling Basins area for the ISV sample collection program. First, an
exploratory trench was excavated perpendicular to the northern edge of the center pond 1o confirm the
.- location of the waste, its boundary and profile, and to take Army lab samples for prescreening for Army
chemical agents prior to bulk sample collection. Another exploratory trench was excavated approximately
10 feet from the northwestern corner of the M-1 Settling Basins in the surrounding soil for Army chemical

agent prescreening.

Four sample pits were dug in and around the M-1 Basins to collect the ISV bulk samples. Four 5-gallon

plastic buckets were filled with material from each of the pits. All pits were backfilled immediately after

r completion of sampling,
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Samples for Army agent screening were collected from each pit. Approximately 50 ml of maicrial from each
of the 5-gallon buckets were placed into a large plastic bag, mixed thoroughly, and then approximately
100 ml of the mixed material was placed into both the chloroform bottle and double-bag sample.

The soil samples were composited by mixing the first and third S-gallon buckets of soil from the surrounding
soil pits in a decontaminated cement mixer for approximately 15 to 20 minutes and then placed into the first
55-gallon barrel while the second and fourth 5-gallon buckets were mixed and placed into the second

55-gallon barrel.

All four of the 5-gallon buckets of waste material were mixed in the cement mixer and placed into a

30-gallon steel drum. During mixing operations, a sheet of plastic was taped over the opening of the cement

mixer and headspace air sampling was performed through this cover.

The analytical samples from the surrounding composited material were taken from the intervals specified
in the Geosafe Corporation standard test plan (Geosafe Corp. 1989). A 16-inch long stainless steel sampling
tube was used for obtaining the soil samples at the depths and locations specified in the plan. Each aliquot
of material was placed into a decontaminated stainless steel bowl, mixed for 5 minutes with a

decontaminated stainless stecl spoon, and placed into the respective sample jars.

During the mixing process, the waste material liquified. Therefore, the waste material analytical samples
were taken from the barrel at random locations by stirring the waste with the tube, then scooping out

material with a stainless steel spoon and placing the material into the sample jars.

The rinsate samples were taken by pouring distilled water over the previously decontaminated sampling
utensil, backhoe bucket, or cement mixer and allowing the water to run directly into the rinsate bottles. All

rinsates were taken in the following order:

. 1-liter amber bottles

. 250-ml amber bottles

. 500-m! plastic bottles (acid-fixed for metals)
. VOA bottles
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334 Site Setup

The ISV sample collection activities were setup with the exclusion zone boundary set approximately 30 feet
from the actual intrusive activity. The support crew, air trailer, and ficld decontamination area were upwind

or crosswind of the intrusive activity.

335 Personal Protective Equipment

All personnel were required to wear Level B PPE while in the exclusion zone after intrusive activities were
initiated. No downgrading within the exclusion zone was permitted due to the nature of the waste. Support
personnel outside the exclusion zone were required to wear minimum Level C PPE during intrusive activity.
Downgrading to Level D PPE was allowed outside the exclusion zone whenever intrusive activity ceased if

no HNu or arsine meter readings above background were observed.

33.6 Soil/Headspace Screening Procedures

An Army M-43 instrument was placed downwind of the ongoing intrusive activity. A 5- to 6-foot length of

tygon tubing was extended from the instrument toward the site of the intrusive activity.

During intrusive activity, an HNu photoionization meter and an arsine detector were used to monitor the

breathing zone, open pits, waste piles, and soil drums.

All samples were field screened for surety agents. The field screening was performed on grab samples of
material from the first backhoe bucket out of the pit, at 2-foot intervals in the waste, and from any suspicious

material from each pit. Each sample was placed into a plastic bag and screened as follows:

. HNu headspace
. Army M18A2 test kit
(a) Nerve agents
(b) Lewisite
() Mustard
. Phesphoric acid esther Draeger tube

3-8
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. Arsine Draeger tube

The bag sample, the M18A?2 test kit, and dracger tubes were tested at a temperature of at least 60°F.

3.4 SOIL BORINGS, WELL CONSTRUCTION, DEVELOPMENT, AND SAMPLING

This section describes the methods and equipment used to install soil borings and ncw groundwater
monitoring wells. Additional information is contained in Woodward-Clyde SOP No. 2 of the Sampling
Design Plan.

3.4.1 Seil Borings

Ten soil borings and nine monitoring wells were installed during the field program performed for this task
order. Eight soil borings and one well (No. 01083) were installed in the M-1 Settling Basins area. Six wells
and two borings were installed in Area 36-17 (Nos. 36187, 36188, 36189, 36190, 36191, and 36192). Another
well (No. 36193) was installed downgradient of the M-1 Settling Basins, and one was installed downgradicnt
of Area 36-4 (No. 36194). All of the wells were installed to monitor the alluvial aquifcr, except Well
Nos, 36191 and 36192 in Arca 36-17N. These wells were installed to monitor the upper portion of the

Denver aquifer along the ridge northeast of Basin A.

34.1.1 Soil Sampling Procedures

Al wells and borings were sampled using hollow stem augers equipped with continuous sampling tools. The
sampling chamber was a 5-foot long, 3-inch outside diameter split-spoon sampler, with two 2-1/2-foot
polybuterate liner inserts. To lessen the handling time and reduce the loss of the volatile organic
components, the liners were precut to the required sample size whenever a chemical analysis sample was

needed.

Soil samples for chemical analysis were taken from the new wells at predetermined depths. The sample
interval and suite of analytes varied, depending on the location of the boring. Well Nos. 36187 through
36190 and Well No. 36193 were sampled at a depth of 0 to 1 foot and again at a depth of 4 to 5 feet. The
samples were analyzed for gas chromatography/mass spectrometry (GC/MS) volatiles and semivolatiles,
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organosulfur compounds, organo-chlorine pesticides, thiodiglycol, dibromochloropropane, arsenic, mercury,

ICP metals, and moisture.

Well Nos. 36191 and 36192 were sampled at a depth of 4- to 5-feet and again at the contact between the
alluvial material and the Denver Formation bedrock (16.3 and 8.6 feet, respectively). These samples were
analyzed for the same suite of analytes listed above. Well No. 36194 was sampled at 0 to 1 feet, 4 to S feet,
and 19 to 20 feet. The samples were analyzed for the same suite of analytes listed above with the exception
of organo-chlorine pesticides and DBCP.

All sampling equipment was decontaminated before each use. Decontamination consisted of an initial
cleaning with a high pressure hot water sprayer, then an alconox soap wash, followed by a rinse with the hot
water sprayer for the split spoon. The polybuterate tubes were cleaned in alconox and then rinsed with the
high pressure hot water sprayer. The clean tubes were then placed in the split-barrcl sampler. All
decontamination water was collected in a drum and transferred to a holding tank. All water used for

equipment and personnel decontamination was charcoal-filtered and USATHAMA approved.

34.12 Drillin ion,

All borings were drilled using a 6-inch hollow stem auger with a 6-5/8-inch cutting head. The borings to
be converted to wells were subsequently overdrilled with 10-inch hollow-stem augers with a 10-5/8-inch
cutting head. This allowed the PVC well casing to be set through the center of the larger diameter augers.
Each auger section was 5 feet long, and the cutting head was 0.75 foot long. Borings not converted to wells

were filled with grout once the completion depth was reached.

3.42 General Well Construction Procedures

After the hole was overdrilied to the completion depth, the PVC casing was prepared for installation. The
PVC was decontaminated in the warchouse and wrapped in plastic prior to being taken into the field. When

the plastic was removed in the field, the casing was rinsed with the hot water washer. Then, the bottom plug

was attached, and the centralizer was placed in the middle of the screen.

3-10
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Approximately 1 foot of silica sandpack (Colorado No. 10 to No. 20) was installed as the footing for the
casing. If bentonite pellets were used to seal the bottom of the hole, at least 6 inches of sandpack was
installed on top of the seal. The sandpack was allowed to come up into the augers before the PVC casing

was lowered through the augers. After the casing was in the hole, more sandpack was added.

A minimum of 6 to 7 feet of sand was kept in the angers at all times. The augers were pulled approximately
’ 2 feet, and then the level of sandpack was checked. The level of sand in the augers was kept high enough
to keep the screen from being exposed to the formation. This operation was repeated until the proper depth

- to the top of the sandpack above the top of the screen was reached.

Once the sandpack was in place, several feet of bentonite pellets were placed on top of it to form a seal.
The auger was pulled up about a foot or less, and bentonite pellets were added slowly, not being allowed
to enter the auger by more than 6 inches at a time. After the pellets were in place, distilled water was
added to hydrate them. The bentonite pellets were allowed to hydrate for 30 minutes beflore sealing the

remaining annulus with a cement/bentonite grout.

The grout conformed to USATHAMA standards. The formula was 1 sack of cement (94 pounds),
4.7 pounds of bentonite (which was preweighed and placed in a ziplock bag), and 5 gallons of USATHAMA-

; approved water. After the grout was placed in the hole, the metal protective surface casing (with a lockable
- cap) was placed around the PVC casing. The surface casing was kept 2 inches above the top of the PVC
E casing with a spacer.
r 343 Well i
| ¥ ell Development and Sampling
i

This section describes the methods and equipment used to collect groundwater samples from monitoring

1

wells. Additional information can be obtained from SOP No. 1, Groundwater Sampling.

A total of 30 monitoring wells, including both new and previously existing wells, were sampled during the

ficld investigation for this program. Seventeen wells in Site 36-17 were sampled; 7 wells in the M-1 Settling

1 T

Basins arca; and 8 wells in the Lime Settling Basins area. Two of the downgradient wells sampled for the

M-1 Settling Basins were resampled as upgradient wells for the Lime Settling Basins. Appendix F contains

,x\'_‘l

~
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the Well Development Summary Table, which is a detailed compilation of wells sampled, ficld parameters,
and development history of each well.

3.43.1 Equipment List

The following are lists of equipment used during purging and sampling of groundwater monitoring wells.

Equipment used during purging:

«  Plastic sheeting for ground cover

+ Honda suction pump

e 1-inch (O.D.) flex hose

»  Well servicing rig with 10-foot steel bailer
o PVC bailer

o Water level probe

« HNu

e  Arsine meter

»  Draeger tube capable of detecting arsine
+  Specific conductivity meter

¢ 55-gallon drums
Equipment used during well sampling:
»  Stainless steel bailer
«  Sample bottles
o  Coolers with blue ice
+  Nylon rope

Equipment used during sample filtration:

» Nalgene disposable filterware with 0.45 micron filter
+  Nalgene hand pump

312
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« Silicone hose
Equipment used during decontamination:
«  Alconox soap

« Distilled water
«  Spray bottles

3432 Personnel Protection

Personnel performing groundwater sampling were required to wear, at a minimum, Level C protection,
which included: tyvek coveralls, saranex-coated coveralls, inner and outer gloves, rubber boots with stecl
toe and shank, disposable boot covers, and full-face respirator with organic vapor /hepa cartridges and with
all joints taped and sealed. A hard hat was also required when working around the Smeal rig, If arsine was
detected or HNu readir_s were above background in the breathing zone, Level B protection was required,
+ o which included the above, plus pressure-demand self-contained breathing apparatus (SCBA) or an air-line

breathing system.

{ ' 3433 Sampling Procedures

All sampling equipment was decontaminated prior to purging or sampling according to procedures outlined
J in Section 7.0, SOP No. 1, Groundwater Sampling. New, clean plastic sheeting was placed around the well,
and drums for evacuated water were placed next to the well. Before a sample was takcn, the well was
purged with either a suction pump or bailer. Approximately five casing volumes of water were removed.

The well casing volume was calculated by the following formula:

{ For 4-inch diameter casing:
[(H) x 0653 + (H) x0.591} x §

e For 2-inch diameter casing:
[(H) x0.163 + (H) x0.726] x 5

3-13
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where H = total depth - water level

Field samples were collected during purging to measure pH and conductivity in order to ensure that the
water chemistry was stabilized before sampling. If necessary, additional volumes were removed to obtain
stability. If the well went dry during purging, it was allowed to recover and then purged at least one more

time tefore sampling.

After purging, wells were sampled with a stainless steel bailer that was lowered into the hole with a
dedicated nylon rope. Sample bottles were filled according to SOP No. 1, Groundwater Sampling. Wells
in the M-1 Settling Basins area and Lime Settling Basins arca were sampled for both filtered and non-
filtered arsenic and mercury. Filtered samples were passed through a 0.45 micron nalgenc filter prior to

acidification.

After sample bottles were filled, sample times and the sampler’s name were recorded on the labels and
covered with clear tape. The bottles were decontaminated using an alconox wash and a distilled water rinse.
The bottles were then put in double ziplock bags and bubble pack and stored in coolers with blue ice. They

were then transferred from the field crew to the sample management team.

3.5 ANALYTICAL PROGRAM

This section describes the specific analytical program developed for each of the four hot spot areas

investigated under this task.

The investigative program included collecting samples of soil, water, and waste for chemical analysis to
evaluate contaminant concentration. Additional data were collected to further evaluate the hot spots to

provide adequate information to perform interim response action (IRA) alternative assessments.

The analytical measurement program was designed to take advantage of past chemical analyses and provide
additional specific information to assess the need for an IRA. To accomplish this, a suite of analytes
detected during previous investigations was developed for each study area. The analytical program used
USATHAMA analytical protocols.

3-14
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A sufficient volume of sample was gathered for cach analyte to obtain the maximum sensitivity that the
method and matrix would allow. Sample handling for each analyte was performed in accordance with the
method requirement to meet the internal quality objectives specified in the Quality Assurance Program Plan
(QAPP) for precision and accuracy.

The analytical program was designed to evaluate information from the following sources:

o Certified USATHAMA laboratorics audited by Rocky Mountain Arsenal (RMA) program
management officers

» RMA Army laboratories performing active agent screening and testing

»  Non-USATHAMA testing facilities including treatability evaluations and in-field soil gas studies

+  Field observations by personnel performing sampling and/or other activities at the study areas

Each of the information sources is described briefly in the following paragraphs.

3.5.1 USATHAMA Laboratory

The laboratories performing the bulk of the USATHAMA method testing were chosen for specific
experience with the RMA sample matrices. The laboratories are audited quarterly by thc RMA program
manager’s staff for adherence to certified methods for soil and water. Unique analytes sometimées required
the use of a specific laboratory that is certified for a particular method. Analytical data were provided in
a format that can be directly transferred into the Rocky Mountain Arsenal Data Management System
(RMADMS) computers after validation by project chemists and RMA personnel.

35.1.1 Syrety Screen

The on-site U.S. Army laboratory provided surety agent screening and analyses for all samples sent off site.
Water samples were field-tested using test kits provided by the Army. All soil and waste samples were sent

directly to the on-site RMA laboratory for evaluation for agents.
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35.12 1SV Treatability Test

A bench scale treatability test of in situ vitrification of representative soil and waste samplcs from the M-1
Basins area was conducted. Before conducting the bench scale test, the soil and wastc samples were
analyzed using EPA leaching methods and both EPA and USATHAMA method evaluations of the leachate.
In addition, some National Institute of Occupational Safety and Health (NIOSH) methods were examined
for applicability to sample offgasses generated during the bench scale studies and for personal air monitoring

for field personnel.
3.5.13 Chemical Fixation Treatabili

One of the remedial technologies under evaluation in the IRA alternative assessments for both the M-1
Settling Basins and the Lime Settling Basins is chemical fixation of the contaminants in the soils and sludges.
A treatability test was deemed necessary to evaluate the effectiveness of this technology on arsenic, mercury,

organochlorine pesticides, and organosulfur compounds.

Samples of the sludge from the iM-1 Settling Basins and the soil at the Lime Settling Basins were collected
for the treatability test. The M-1 Settling Basin sample was taken from a drum of unused sludge remaining
from the ISV bench-scale treatability test. A Lime Settling Basin soil sample was taken from three areas
at the site. The three locations were chosen based on data obtained by Environmental Science and
Engineering, Inc. (ESE) during their Phase H investigation: one is near ESE’s Phase I Boring No. 3422
at the 0- to 1-foot interval, another is near ESE’s Phase II Boring No. 3417 at the 2- to 3-foot interval, and
the third was taken near ESE’s Boring No. 3204 at the 0- to 1-foot interval. Only the soil collected near
Boring No. 3204 could be vsed for the treatability test because the other two samples tested positive for
lewisite at the RMA laboratory.

Three one-gallon samples were taken from both the M-1 Settling Basins and the Lime Settling Basins for
the treatability test. In addition, a sample from each site was sent to DataChem, Inc. These samples
underwent a toxicity characteristic leaching procedure (TCLP) extraction and analysis. The M-1 Settling
Basin sludge sample was analyzed for arsenic and mercury. The Lime Settling Basin sample was analyzed
for arsenic, mercury, organochlorine pesticides, and organosulfur compounds. The same analyses were then

performed on the chemically fixed materials. This provided an indication of the treatment effectiveness.
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Woodward-Clyde Consultants

3.5.14 Field Observations

Field crews were directly involved with the sampling effort as well as making and recording ficld observations

that help to evaluate the fate and potential transport mechanisms of the contaminants.

The following sections describe the analytical program developed for each of the study areas.

3.52 M-1 Basins

Previous investigations at the M-1 Basins indicated that the waste material contained in the ponds was
contaminated by high concentrations of arsenic and mercury, and the surrounding arcas have been

contaminated by pesticides and manufacturing intermediates from various areas.

Analyses for wastes in the ponds and borings surrounding the ponds at the approximately 4- 10 5-foot level
of the waste included GC/MS volatiles, GC/MS semivolatiles, DIMP/DMMP, inductively coupled p*asma
(ICP) metals, mercury, arsenic, organochlorine pesticides, organosulfur-containing compounds, and

thiodiglycol. These analyses were also used to characterize drill cuttings for disposal.

Samples taken from below the ponds and at various levels in the surrounding soils evaluated both potential
movement of contamination from the ponds and also movement of other contaminants from other areas,
These samples were tested for a more limited list of analytes including mercury, arsenic, and GC/MS

semivolatiles.

Analysis of water samples collected from five existing wells and two new wells included filtered and nou-
filtered arsenic and mercury to evaluate migration of contamination from the ponds. Water level, pH, and
conductivity readings were also taken. In this phase of the work, a total of 27 soil samples, including 1
Denver Formation sample, 3 wastc samples from the 4- to 5-foot level in the ponds, and 7 groundwater

samples were collected and analyzed.

Waste materials shipped offsite for the chemical fixation and ISV treatability testing were analyzed by both
USATHAMA and EPA methods for analytes, including GC/MS volatiles and semivolatiles, organochlorine
pesticides, organosulfur-containing compounds, thiodiglycol, DIMP/DMMP, mercury, arscnic, ICP metals,
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polychlorinated biphenols (PCB) (EPA protacol), dioxin screen, and moisture. Composited samples of soils
surrounding the M-1 Settling Basins were similarly evaluated, except for the dioxin screen. Additionally,
some waste samples were selected for testing their natural density and specific gravity. Aficr the ISV melt,

the glassified material was evaluated by EPA-TCLP methods for arsenic, mercury, aldrin, and dieldrin.

3.53 Complex Disposal Trenches

The investigations at the Complex Disposal Trenches focused on the physical delineation of several disposal
trenches with a high risk of groundwater contamination and evaluation of the potential for migration of
contaminants from those trenches. The waste samples collected at the bottom of each of the exploratory
trenches, as well as two soil samples from borings advanced below two of the trenches, were analyzed for
ICP metals, arsenic, mercury, organochlorine pesticides, organosulfur-containing compounds, GC/MS
volatiles and semivolatiles, DBCP, DIMP/DMMP, thiodiglycol, fluoroacetic acid, and IMPA/MPA.

Eleven existing monitoring wells were sampled to collect information concerning the quality of groundwater
entering and leaving the trench disposal area. The existing welis were analyzed for the same analytes as
above. In addition, six new wells were installed at key downgradient locations. Soil samples were collected
during installation of the new wells, and water samples collected later were analyzed for the same analytes
as above. Two of the new wells were completed in the Denver Formation. Water samples from these wells

were analyzed for the same suite of analytes.

During activilies in Section 36, personal air monitoring was conducted by members of the Health & Safety
staff. This sampling focused primarily on some piles reportedly containing friable asbestos and on several

organic compounds historically found in the area.

During this field program, the site 36-17 trench area was sampled as follows: 21 groundwater samples,
including 2 from the Denver Formation; 14 soil samples, including 2 from the Denver Formation; and 14

waste samples collected from the trenches.
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354 Lime Settling Basins

The Lime Settling Basins, located in the southwestern portion of Section 36 and hydrologically downgradient
of the M-1 Basins, treated wastewater from a variety of operations in the South Plants area. The available
historical analytical data suggested that these basins contain elevated levels of arsenic and pesticides. The
sample regimen developed for this area was designed to evaluate upgradient and downgradicnt groundwater

samples to ascertain if contaminants from these basins are entering groundwater.

The program included sampling water from established wells and water and soil samplcs from a new
downgradient well. All samples were analyzed for GC/MS volatiles and semivolatiles, organochlorine
pesticides, organosulfur-containing compounds, thiodiglycol, DIMP/DMMP, and ICP metals. Because this
area is located downgradient of the M-1 Basins, water samples were evaluated for filtercd and nonfiltered
arsenic and mercury. Water levels, pH, and conductivity were measured in each well sampled. Nine water
samples (including one duplicate) and three soil samples were taken from the Lime Settling Basins during

this field program.

3.5.5 Motor Pool Area

Previous investigations have indicated that the Motor Pool Area may be a possible source of
trichloroethylene (TCE) groundwater contamination. The objective of this program was to further delineate
a plume of TCE in soil gas indicated by previous soil gas analysis. The investigative program included a soil
gas study to specifically map the southern edge of the indicated TCE plume and to attempt to identify its
source. To evaluate the optimal sample depth at the start of the survey, soil gas samples were taken on a
smaller grid pattern and from multiple depths. A modified EPA method 502.2, which gives concentrations
for up to 42 chlorinated and nonchlorinated components, was used to analyze samples coliccted on charcoal
adsorption tubes. A total of more than 100 sample points were originally planned, but not all of these were
used to delineate the area of the TCE plume. During the field program, 80 soil gas samples were collected
at 65 sample points. In addition, four soil samples were collected for analysis using the purge and trap
method described in Section 3.104.
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3.6 QUALITY ASSURANCE/QUALITY CONTROL PROGRAM

The QA/QC program for the field investigation consisted of two major components: (1) the QA/QC
samples taken to evaluate the precision and accuracy of sample collection procedures and laboratory analysis,

and (2) the field audits performed during the sample collection.

3.6.1 QA/QC Samples

QA/QC samples included duplicate samples, decontamination rinsates, filtered rinsates, ficld blanks, and
trip blanks. This section summarizes the sample collection procedures and the frequency with which they
were taken. Additional details can be found in the QAPP, which is Appendix D of the Task Plan, and the
SOPs for this field investigation, which are contained in the Sampling Design Plan in Appendix C of the Task
Plan.

3.6.1.1 Duplicate Samples

Duplicate samples were collected at a rate of 1 duplicate per 10 samples per matrix per sampling area. The
purpose of these samples was to assess the precision of the sampling procedures and laboratory analysis, as

well as the natural variability of the analyte concentrations and matrix characteristics.

Groundwater duplicates were taken by filling similar bottles for both the sample and the duplicate in the
order specified in the SOP for Groundwater Sampling. For example, all of the VOA bottles for both the
sample and the duplicate were filled, and then all of the semivolatile bottles for both the sample and the

duplicate were filled and so on until a full sample and duplicate were collected.
Duplicates for the trench samples were taken by filling the sample jars with waste matcrial in the same

manner as described previously for the groundwater duplicates. Soil boring duplicates were taken

immediately below the field samples in the soil boring.
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3.6.12 Rinsate Samples

Rinsate samples were collected at a rate of 1 per 10 samples per sampling area. They determine the
effectiveness of the decontamination procedures. Locations for collecting rinsate samples were chosen

randomly.

Rinsates for groundwater were taken by running distilled water through the sampling equipment before
sampling. One rinsate was taken through the tubing of the peristaltic pump before the one sample that was
taken by using the peristaltic pump. The remainder of the rinsates for groundwater sampling were taken
over the stainless steel bailer used to collect the samples prior to sample collection. In addition, two rinsates

were taken from the 10-foot steel bailer used to purge the wells prior to sampling.

Half of the rinsates for trench sampling were taken by running distilled water over the decontaminated
backhoe bucket before the sample was taken. The other half of the trench sample rinsates were taken by

running distilled water over the decontaminated sampling spoon before the sample was taken.

The rinsates taken for soil borings were taken by running distilled water through the dedicated polybuterate
tubing, which was assembled in the core barrel. One of the soil boring rinsates actually consisted of two
rinsates: one by pouring distilled water through the polybuterate tube, and one by pouring water through

the core barrel.

3613 Filtered Rinsates

Three filtered rinsates were taken before samples that required filtering for analysis. The rinsates were
taken by pouring the distilled water through the filter apparatus that was used to filter the sample in the field

and were considered part of the total rinsate taken before the associated sample.

3.6.1.4 Ficld Blanks

Field blanks were collected at a rate of 1 per 20 samples for the water samples. They arc used to isolate
any contamination due to the sampling event itself and were collected by pouring distilled water into the

sample bottles at the sampling site immediately following the sampling event.
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3.6.15 Trip Blanks

A trip blank was sent in every sample cooler that was shipped. Trip blanks remained unopened and werc

analyzed for volatiles at a rate of one per shipment.
3.62 QA/QC Field Audits

Audits were conducted during the field program in conformance with the QAPP. The field audits consisted
of reviewing the field activities and managing activities to ensure that the procedures set forth in the Task
Plan, Sampling Plan, and QAPP were followed. Additional audits were performed whencver there were

changes in field personnel or specific situations requiring corrective action.

Field audits were conducted as system audits on the following activities: trenching, drilling, well construction,
groundwater sampling, geophysics, decontamination of personnel and equipment, soil gas survey, waste

management, sample management, and equipment management,
In addition, audits of field records, field activities recording, and sample tracking systems were conducted.

The summary reports discuss the scope of the audit, observations and findings, recommendations, and
recorded field nonconformances, variations, and field changes. A nonconformance as defincd in the QAPP
! Section 10 is a deficiency which, if left uncorrected, could render the quality of an item unacceptable or
indeterminate. Reports documented any deficiencies along with the corrective action implemented to bring
.- the item into conformance. Nonconformance reports (NCRs) were written and acted upon by responses

and corrective actions, approval, and confirmation.

(9q)(3002-350-)(VERSION 3.0/SECTIONI.RPT)(12/10/90)
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} NCRs included:
[N: * No.1- April 28 1989 - NCR No. 1 involved an incorrect sample number on a chain-of-custody
form dated April 19, 1989. The correct number was verbally relayed to the laboratory and a copy
{' .'_ of the corrected chain-of-custody form was mailed to the laboratory.
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e No 2 - April 28, 1989 - NCR No. 2 involved an incorrect sample number on a chain-of-custody
form dated April 25, 1989. The correct number was verbally relayed to the laboratory and a copy
of the corrected chain-of-custody form was mailed to the laboratory.

» No 3-May 24, 1989 - NCR No. 3 covered an incident that occurred while purging Well No. 01083.
While priming the pump with deionized water, a small volume, judged to be less than one half
gallon, was observed flowing through the pump and spilling down the purge hosc into the well.

USATHAMA procedures specify that if water is added to a boring or well for any reason, then 10
times the volume of water added must be removed before the well can be sampled. The volume
of water that spilled into Well No. 01083 was less than one half gallon. The additional volume

removed was 45 gallons, which represents more than 10 times the volume introduced into the well.

3.63 Data Validation and Reporting

The purpose of data validation is to ensure adherence to the PMRMA /Chemical Quality Assurance Plan,
Version 1.0, July 1962. All field and laboratory data resulting from the Rocky Mountain Arsenal Feasibility
Studies were reviewed to assure that data submitted were of satisfactory quality to use for data interpretation

as well as acceptable for the Installation Restoration Data Management System (IRDMS) data base.

Chemical data were received from the laboratory in both hard copy and electronic format. The hard copy
was reviewed by calculating all surrogate spike recovery and examination of results. IRDMS codes were

reviewed to ensure that all required information was correctly entered by the laboratory.
Next, the chemical data were clectronically uploaded into a PC version of IRDMS Record Check program.
A record check determined whether the analysis was performed within holding times and if data were

reported within the laboratory's certified reporting limits.

After determining that the analysis was properly performed, the data were subjected to an IRDMS group

check program to determine if valid sites and sample information were entered.
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The data were the copied and transferred to the RMA data base manager, who placcd all data in a
temporary holding file until he was notified by the Army on the decision of which data were accepted or

rejected.

3.63.1 Quality Control Analysis

Quality control charts were submitted by the laboratory as separate documents. These charts were
constructed from data generated during original method certification and updated with data from subsequent
spike QC samples within a lot. The charts consist of both tabular and graphic presentations of the control

results and include the following:

« Single Day X-R Central Charts - Single day X-R control charts were prepared for each certified

analyte using the results (expressed as percent recovery) obtained from duplicate spike QC samples.
Charts were updated after each 20 lots, using the most recent 40 points. Points falling outside the

established control limits were considered outliers. Data are rejected when:

A value lies outside the control limits.
A series of seven successive points lic on the same side of the mean.
Five successive points go in the same direction.

A cyclical pattern exists.
Two consecutive points lie between the upper warning limit and upper control limit, or the

bl A o

lower warning limit and lower control limit.

«  In the case of multi-analyte methods, the total number of out-of-control analytes were evalvated

to determine if analyscs are rejected. Data were rejected when:

1. Points for more than two-thirds of the control analytes were out-of-control.

2.  One analyte has consecutive out-of-control points.

»  Three-Point Moving Average Control Charts - Results of the control analyte spiked at single low

concentration, single high concentration, surrogate spike standard matrix examplc, or the addition
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of spike QC sample (extended ranges) were used to construct X-R three point moving average
control charts. Data were rejected when:

A value above the upper control limit and classified as an outlier Dixum-Test.
Five consecutive points going in an upward direction.

A cyclical pattern of central value.

Two consecutive points between the upper warning limit and upper control {imit.

AN e

Woodward-Clyde quality assurance chemists review all of the QA data submitted by the analytical laboratory

and propose a summary of recommendations for acceptance or rejection of the various data lots.
3.7 HEALTH AND SAFETY PROGRAM

This section briefly describes the general Health & Safety Program developed for the field activities
conducted during this investigative program. Specific Health & Safcty requirements and chemical hazard
information are discussed in detail in the project Health & Safety Plan (Appendix E of the Final Task Plan).

The purpose of the program was to define the responsibilities of the various involved individuals, define and
evaluate the hazards to which workers could be exposed, and develop levels of worker PPE and operational

procedures that would minimize the danger to which individuals involved with field activities would be

exposed.

The specific Health & Safety requirements developed for this program are described in Scction 7.0 of the
Health & Safety Plan. The Plan defines the various work zones (i.c., Exclusion Zone, Contamination
Reduction Zone, Support Zone), required monitoring equipment, and levels of PPE and action levels for
the various field investigative tasks described in the Final Task Plan. Table 3-1 is a summary of the levels

of protection required for the various tasks.

To ensure that the required monitoring equipment and levels of PPE were adequately protecting workers,

an cquipment management program and personnel air sampling program were developed.
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TABLE 3-1
LEVELS OF PROTECTION
’
’ Modified
Level D Level C Level B
Land Surveying X Dusty conditions N/A
Geophysical Surveys X Dusty conditions N/A
a Groundwater Sampling M-1 N/A With engineering controls Arsinc present; OVA
or HNu readings
above background in
breathing zone
Well Development M-1 N/A With engineering controls Arsine present; OVA
or Nu readings above
background in
breathing zone
o Soil Borings at M-1 N/A N/A X
Trenching 36-17 N/A N/A X
Soil Borings 36-17 N/A With engineering controls Lack of analytical and
analytical confirmation of confirmation of no
. mustard mustard
Groundwater Sampling 36-17 N/A With engineering controls OVA or HNu
readings above
background in
breathing zone
Well Development 36-17 N/A With engineering controls OVA or HNu
readings above
. background in
breathing zone
PPE Decontamination in CRZ N/A X N/A
Equipment Decontamination
Initial Steam-cleaning N/A N/A X
' . Equipment Decontamination
 Secondary Steam-cleaning N/A X N/A
Respirator and Boot Transport and Initial decontamination N/A
- ,r~ Decontamination sanitizing
i $ i
b
’ : [— X - Standard level of protection

(3002:390-39)(VTB31)(12/10/90)36
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3.7.1 Equipment Management Program

The purpose of the equipment management program was to inventory, maintain, calibrate, and track all PPE
and monitoring equipment. On a daily basis, all monitoring equipment, including HNus, OVAs, arsine
monitor, Draeger tubes, M-18 test kits, M-43 monitors, personal air sampling pumps, and water quality test
kits were checked out to the crews involved with intrusive activities. At the end of the day, all equipment
was returned to the equipment management trailer. Instruments requiring calibration or recharging were

serviced on a daily basis.
3.72 Personal Air Menitoring

Personal and/or area air monitoring was conducted at several locations during field activities. The following
analyses were performed: arsenic trioxide, arsine, lead, aldrin, dieldrin, dicyclopentadiene, total dust, and
hexachlorocyclopentadiene. Air monitoring was conducted under the supervision of the site safety officer
and business unit health and safety officer and in accordance with SOP No. 8, Addendum 1 to SOP No. 8,

L i and NIOSH /Occupational Safety and Health Administration (OSHA) methodology. A summary of personal
air monitoring is contained in Appendix B. A total of 102 air samples were collected in the field and

analyzed for the above listed analytes. In addition, two air samples and 28 bulk material samples were

f analyzed for asbestos.

3.72.1 Methodology

The samples were collected and analyzed according to the methodology published by NIOSH and OSHA.
All field samples, along with ficld blanks, were sent to DataChem, an American Industrial Hygiene
- Association (AIHA) accredited laboratory in Salt Lake City, Utah, for analysis. Proper sample
! chain-of-custody procedures were followed. The calculation for equivalent exposures for a mixture of
- compounds was taken from 29 CFR 1910.1000(d)(2)(i). The equation reads as follows:

E.=C/L, +C/L, + ... + C//L,

o where

E,, is the equivalent exposure for a mixture
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C is the concentration of a particular contaminant
L s the exposure limit for that contaminant

The value of E,_, shall not exceed unity.

Two air samples (AS-022 and AS-023) were taken with Tedlar bags from the headspace of the cement mixer
during M-1 ISV soil sample mixing operations. The air bag samples were then drawn through charcoal tubes
at a rate of 50 ml/minute. The A and B portions of the charcoal tubes were then analyzed by gas
chromatography.

3722 Results

The majority of samples yiclded nondetectable amounts of analytes. Samples for total dust yielded the
greatest number of detected analytes, with analytical values ranging from -0.02 to +0.03 milligrams per
sample. (A negative value is acceptable due to the analytical error involved in weighing the PVC filters.)
Other analytes found were arsine (0.00005 mg/sample) and arsenic trioxide (0.0001 mg/sample). The limits

of detection for arsine and arsenic trioxide are 0.00002 mg/sample and 0.0002 mg/samplc, respectively.

Of the 102 field samples sent to the laboratory, only samples AS-022 and AS-023 exceeded holding times
and were invalidated. Because many compounds can adsorb to or penetrate through a Tedlar bag, gas
chromatography analysis should be conducted within 48 to 72 hours after sample collection to obtain good
analytical results. Hydrocarbon analysis should be conducted within 24 hours after sample collection to

obtain best results.

3.723 Conclusion

Based on the data presented, there was no significant exposure to the chemicals sampled. A majority of the
analytical testing yielded nondetectable amounts of compounds. These results were expected, due to the fact
that all of the measured compounds, except arsine, are not significantly volatile (Tablc 3-2 lists their
respective vapor pressures). Although arsine is very volatile, it readily dissipates in air (dissociation constant
of 0.906 atm at 0 C; Merck Index, 9th edition, page 109) and on exposure to light, moist arsine decomposes,
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TABLE 3-2
VAPOR PRESSURES OF COMPOUNDS

Compound Vapor Pressure (mm Hg, 20°C)
Arsenic trioxide Not listed

Arsine > 1atm

Aldrin 231x 10°

Dieldrin 28 x10°
Dicyclopentadicne 14
Hexachlorocyclopentadiene 0.08 (at 25°C)

Lead 1.77 (at 1000-C)

Total dust Not applicable

References:  Health & Safety Plan, Appendix C: Toxicity and Hazard Information
NIOSH Pocket Guide to Chemical Hazards

3.2
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quickly depositing shiny black arsenic (Merck Index, Sth edition, page 109). Arsine was expected to be most

prevalent in the M-1 Settling Basin area well headspace.

The more prevalent route of exposure to the chemicals at RMA was assumed to be dermal (skin) due to
the nature of the military compounds disposed of at the site. However, due to the personal protective
equipment worn by all field personnel, adequate protection was provided. Uncoated tyvck with an outer
saranex-coated or poly-coated tyvek for personnél engaged in drilling, trenching, or sampling, and uncoated
tyvek was required for all non-intrusive work (for instance, field surveys). Two layers of gloves and boot
covers were required at all times. Wrists and ankles were taped at all times during field aclivities. During
some intrusive operations, SCBA face masks were taped to the tyvek hoods to decrease cxposed surface

areas.
3.8 SAMPLE MANAGEMENT

Soil and water samples were taken at the M-1 Scttling Basins, Section 36-17, and the Limc Settling Basins
during this field investigation. The detailed sampling program and procedures can be found in Appendix
C, the Sampling Design Plan, of the Task Plan for the Remediation of Other Contamination Sources project,
issued in June 1989. This section summarizes the sample management procedures and the number and type

of samples taken during the field investigation.
3.8.1 Sample Management Procedures

Water samples were collected in previously sealed bottles certified as clean according to EPA protocols.
The bottles were received sealed from the analytical laboratory. Plastic bottles were used for metals analysis,
and amber glass bottles were used for all other analytes. Waste samples taken from the trenches in Site 36-
17 were collected in commercially cleaned amber glass jars. Soil samples taken from borings were collected

in decontaminated polybuterate tubes.
All sample bottles and jars were labeled with the sample number and requested analytes before they were

taken into the ficld for sample collection. The person collecting the samples added the date, time, and their

initials at the time of sample collection.
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Prior to shipment to the lab, samples were placed in a double laycr of plastic ziplock bags, wrapped in
bubblepack, and placed in coolers containing vermiculite and lined with bubblepack and lurge plastic trash

bags.

All samples were stored in coolers with blue ice from the time they were collected until they arrived at the

laboratory. The water samples to be analyzed for metals were preserved with nitric acid.

A chain-of-custody form was completed for each sample, including the sample number, requested analytes,
sampler’s signature, date and time of the sample, and instructions to the laboratory. A copy of the form was

sent to the lab with the sample, and a copy was kept as a record.
3.82 Field Samples

A total of 100 field samples were taken from three areas: (1) the M-1 Settling Basins, (2) Site 36-17, and
(3) the Lime Settling Basins. A summary of the samples collected and requested analyscs is contained in

Appedix C.
3.9 WASTE MANAGEMENT

The field activities produced a variety of waste materials that were managed under the Wastc Management

Program.

Contaminated wastes were classified into three categories: (1) solid waste consisting of auger cuttings or
soils removed by other means, (2) water generated during groundwater sampling or decontamination
procedures, and (3) PPE used during field activities. Wastes were segregated and handled separately

according to their classification.

Waste drums were cbtained by the Woodward-Clyde Waste Management Coordinator from the RMA Waste
Management Contractor. Drums were numbered, and a log was kept that included the drum number, the
date that the drum was obtained from the RMA Waste Management Contractor, the site location where the
drum was used, the sample numbers for drums containing soil waste, the date the drum was filled, and the

date the filled drum was received by the RMA Waste Management Contractor.
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The soil waste drums were filled as the soil was removed from the ground. Waste soils from different sites
were not mixed in the same drum. Soil drums were filled to at least 90 percent full. H nccessary, surface
soils were added to the last drum of waste soil from a site if that drum was not at least 90 percent full.
Filled soil drums were covered, sealed, decontaminated, and taken to the RMA Waste Management
Contractor for temporary storage. Analytical results for soil samples taken when the waste soil was
generated were forwarded to the RMA Waste Management Contractor for characterization of the soil waste

in particular drums.

Water generated during well purging, well sampling, and decontamination procedures was temporarily
contained in drums. The drums were then pumped into a wastewater tank al the equipment
decontamination pad. TF- wastewater drums were decontaminated and either reused for PPE or returned
to the RMA Waste Management Contractor. The RMA Waste Management Contractor was responsible

for sampling the wastewater tank and disposing of the water.

Personal protective equipment included tyvek coveralls, gloves, tape, spent respirator cartridges, and boot
covers. PPE drums also occasionally held contaminated polyethylenc sheeting and other similar materials
used in the field that could not be decontaminated. This contaminated waste was placed in numbered drums
that were filled to at least 90 percent full. Filled drums were closed, sealed, decontaminated, and taken to
the RMA Waste Management Contractor. Appendix D contains a summary of the contents and final

disposition of each of the drums used during the project.
3.10 SOIL GAS SURVEY

A soil gas investigation was conducted in July 1989 at the Motor Pool Area in Section 04 of the Western
Study Area, A review of previous field studies performed in the Motor Pool Area (Remedial Investigation
Final Report Vol. XI1, Western Study Area) indicated that trichloroethylene (TCE) soil contamination was
present near Buildings 624 and 625. The purpose of the study was to further define the extent of the TCE

plume and its possible source.
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3.10.1 Equipment Used

Soil gas samples and soil samples were taken by Hydro Geo Chem, Inc. (HGC). The sampling probes

| consisted of 7-foot sections of 1-inch pipe fitted with a high carbon 1-inch steel machined point that was left
in place when the pipe was retrieved to expose the formation to pumping. The probes were driven with a
truck-mounted hydraulic driver, and removed using a hydraulically activated pulling dog. All soil and soil
gas sampling locations were cleared prior to sampling using an EM-31 conductivity meter and a Schoenstaedt

magnetic locator.

A programmable mass flow controller, equipped with a solenoid valve and a vacuum-regulated oiless
diaphragm vacuum pump, was used to purge the system and to obtain gas samples. Gas samples were

) collected in a three-layer adsorptive hydrophobic carbon packing contained in a glass cartridge.

Soil sampling equipment included a 1.5-foot split-spoon sampler with multiple stainless steel liners that
attach to the end of the 1-inch pipe rods. The sampler was driven to specified depths in the soil using the

* hydraulic truck-mounted driver.

Latex surgical gloves were worn during handling and assembling of sampling apparatus. Respirator, saranex,

rubber boot covers, and butyl rubber gloves were worn during all equipment decontamination.

A mobile laboratory was used to provide on-site analyses. The analytical equipment used to perform onsite

analyses included:

o Enviro Chem 850 Thermal Tube Desorber

e Varian 3400 Gas Chromatograph

» Tracor 700 A Hall Detector

{ .- e Tracor 703 PID Detector

» DB 624 30m Megabore column, J.W. Scientific
»  Spectra Physics 4100 Integrator

e Varian 3400 Integrator
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3.102 Decontamination Procedure

Equipment was decontaminated prior to each use and between sampling sites. Decontamination of the scil
gas sampling equipment and soil sampling probes, as well as related hardware, was performed with a high
pressure steam sprayer. Decontaminated probes were stored in a clean, sealed container on the sampling
rig. Soil sample liners were decontaminated by scrubbing with alconox and water, then rinsing with

deionized water. Clean liners were wrapped in plastic and transported to the sampling site.

Adaptors and stainless steel bottles were heated to 120*C and held at that temperature for 1 hour. Carbon-
packed desorption cartridges were purged with helium at 400°C for 8 minutes. Cartridge holders were

heated and purged at > 200°C for 20 minutes.

Separate storage arcas were provided for used (dirty) and unused (cleaned) equipment. No equipment was

reused without cleaning.

3.103 Soil Gas Sampling Procedure

The study area was overlaid with a 200-foot by 200-foot grid system and test points identified, then surveyed,
staked, and cleared in the field (see Figure 3-1).

The optimal depth for soil gas sample collection was determined at the start of the program by collecting
samples from depths of 5, 10, 15, and 20 feet at each of three Jocations near the previously identified TCE
spill source location. Evaluation of the results indicated that, based on reproducibility, the optimal sample

collection depth was 15 feet. All remaining soil gas samples were collected from this depth,

The soil gas sampling was performed by driving 7-foot sections of 1-inch drill pipe fitted with a high carbon
steel point to the desired sample depth. The probe drill pipe was advanced by a truck-mounted hydraulic
driver to the desired depth and then pulled back, leaving the point in place, to expose the formation to

pumping.
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Soil gas samples were collected from the probes by drawing soil gas through stainless steel tubing adapters
connected to an inline bellows valve leading to a sample holder containing a glass cartridge (Supelco) filled
with a three-layer packing made of various types of adsorptive hydrophobic carbon.

After purging three probe volumes from the system, the valve on the adaptor was shut off and the sample
cartridge attached to a programmable mass flow controller equipped with a vacuum-rcgulated oiless
diaphragm vacuum pump. The flow controller was typically programmed to pump 200 ml of soil gas at a
flow rate between 100 and 200 ml/min. When the total flow volume was obtained, a solenoid valve

automatically closed, and the sample coliection was complete.

Soil gas samples were taken at locations that were selected to better delineate a TCE plume previously
indicated in the Motor Pool soil. Samples were taken as close as possible to the desired locations, however,

some locations could not be cleared due to surface obstructions (buildings).

Quality assurance and quality control were achieved through strict adherence to sampling and testing
protocol. System blanks and three calibration runs were performed at the beginning of each day and
additional calibrations made after every 8 samples. Prior to each day’s sampling, field bianks and system
blanks were analyzed for background contamination. Soil gas sample holding times did not exceed 8 hours

before actual analysis.

The data were quantified by generating concentration curves based on their area response and known
injection standard concentrations. Acceptance of data was based on the response factor of the internal

standard being within a standard deviation of * 15 percent.

Detection limits for the targct analytes in the soil gas were calculated to be < 0.01 micrograms per liter

(ug/1) and < 0.01 micrograms per kilogram ( ug/kg) in the soil.
3.104 Soil Sampling

Soil sampling was done using a similar technique as the soil gas sampling. Once the pipe was driven to the
desired depth, a split-spoon sampler was placed onto the end of the pipe and driven 1 foot into the soil.
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Soil was collected in stainless steel liners located inside the split spoon. Liners were sealed with aluminum

foil and tape, and they were immediately transported to the mobile lab.

Soil samples were prepared for analysis by placing approximately 10 grams of soil into a pre-tared VOC vial
containing 20 ml of distilled water. The sample was then purged with nitrogen for 15 minutes at 200

ml/min.

The volatile compounds were then trapped on a carbon-packed glass cartridge at 60°C and analyzed in the

same manner as noted above.
3.10.5 Field Analyses
A mobile laboratory was used to provide onsite analyses.

Capillary gas chromatography techniques were used to identify and measure concentrations of the target

o compounds. The cartridges were desorbed at a temperature of 380°C using a thermal desorption unit.
Samples were then injected by the desorber into a programmable gas chromatograph equipped with
photoionization (PID) and Hall conductivity detection capabilities.

Chemical standards were prepared from stock mixture of neat reagent grade compounds. A measured
volume of the standard mixture was injected into a nitrogen-filled, 1-liter glass bottle through a septum side
port. A measured volume of the gas mixture was then injected into a 200-ml/minute helium stream feeding
a carbon-packed glass concentrating cartridge. Standards, blanks, and samples were transferred to the

thermal desorber and analyzed.

.-
«( The volatile organic compounds that were analyzed at each sampling location includcd the following
- chlorinated hydrocarbons:
I
»  Trichloroethylene (TCE)
r »  Trans 1,2 dichloroethylene
‘ «  Cis 1,2 dichloroethylene
r + 1,1 dichlorocthylene
.a( 337
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The suite of aromatic compounds analyzed at each sampling location include benzene, toluenc, ethylbenzene,
m,p-xylenes, and o-xylene. The analysis of compounds listed in method 502.2 were also performed at
selected locations to investigate the potential presence of any of the listed compounds.

Duplicate soil gas samples were collected from cach sampling location. Duplicate analyses were performed

on 10 percent of the samples collected.
3.10.6 Grouting

All holes resulting from soil gas sample collection were backfilled after the sampling program was
completed, Holes were filled with a cement /bentonite slurry pumped through a tremie pipe to the bottom
of the hole.
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4.0
FIELD INVESTIGATION RESULTS

This section contains the results of the ficld investigations conducted to gather specific information
concerning the four hot spot areas. During development of this sampling program, data from previous
investigations were evaluated to determine what additional data would be required to assess the need for,
and range of, alternative interim respouse actions (TRA) for cach of the hot spot arcas.

The data presented in this section represeat oaly those data specifically sought under the field investigations
described in the Task Order 2 Final Task Plan. Data gathered by past remedial investigations are contained
in various Contamination Assessment Reports and summarized in the Final Study Area Reports for the
seven study areas at the Rocky Mountain Arsenal (RMA). The past data were used along with the new data
to evaluate conditions at each site and assess appropriate alternative remedial technologies.

To aid in providing a more accurate location of the M-1 Settling Basins, the Lime Settling Basins, and the
Section 36 Trenches an analysis and interpretation of a series of historic aerial photographs of RMA in
general and Section 36 in particular was conducted. The photographs specific to Section 36 were important
in establishing when and where trench disposal activitics were conducted in Site 36-17. The photographs
available at the start of this task did not provide continuous annual photo coverage of the trench disposal
activities in Site 36-17. Several 3- to 5-year gaps in the coverage left some uncertainty concerning the
locations of disposal trenches, In addition, recent technological advancements in computer-enhanced digital
image analysis allow photo interpreters to precisely overlay one photo on another to compare changes over

time.

During the planning phase of this task, additional acrial photographs of Section 36 were obtained to fill in
some of the existing gape in the historic photo coverage during the mid-1940s. Digital image analysis of the
photographs was used to locate and calculate areas of key features in Section 36, the Lime Settling Basins,
and the M-1 Basins arcas. Figure 4-1 shows the results of digital image analysis performed on a series of
acrial photographs from 1944, 1945, 1950, and 1956 of Section 36 and the M-1 Basins area. The composite
image shows the actual location of the M-1 Settling Basing and the disposal trenches investigated in
Anomalous Arca H. The 1956 photo shows that Basin A did inundate several of the disposal trenches.
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4.1 M-1 SETTLING BASINS

Previous investigations conducted in the M-1 Basins area indicated high concentrations of arsenic and
mercury in soil within the basins and groundwater downgradient of the M-1 Settling Basins. A number of
organic analytes related to pesticide manufacturing activities were also identified in surficial soils.

The investigative program developed for this site was designed to:

»  Provide a more accurate location of the basins

»  Provide better estimate of the volume of waste in the basins

»  Provide additional characterization of the waste material contained in the basins
*  Determine if the M-1 Settling Basins are an active source of groundwater contamination

The field program included a geophysical survey, excavation and sampling material from six exploratory
trenches and eight soil borings, installation of two new groundwater monitoring wells, and sampling water
from the two new wells as well as five existing wells. The sampling program included collection of bulk soil
and waste material samples for chemical fixation treatability testing and a bench-scale in situ vitrification
(ISV) test. The following sections describe the findings of the ficld program and present the results of
chemical analysis of soil, water, and waste samples collected in the M-1 Settling Basins area under this

program,
4.1.1 Geophysics

Prior to the start of intrusive activities in the M-1 Settling Basins, a geophysical survey was performed with
an EM-31 terrain conductivity meter. The geophysical survey was performed to ensure that all boring and
trenching locations were clear of metallic objects and other debris that could present obstructions to drilling
and hazards to field personnel.

EM rcadings were taken over a 15,000 square foot area, The >geophysical grid lines were spaced about

20 feet apart with the long axis running north-south. Lines were generally 200 feet Jong with stakes every
50 feet.
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Both in-phase and out-of-phasc EM data were recorded every 2 seconds during cach traverse resulting in
approximately 20 to 30 readings every 50 feet. Magnetic readings were not taken over all the M-1 Basins
area because metal surface structures and piping interfered with the readings. They were taken, however,
where the EM data indicated a subsurface anomaly.

Electromagnetic data indicated two conductivity anomalics in the M-1 Basins. These anomalies
corresponded to the locations of the ponds in the area. Several underground anomalies interpreted as
utilities (pipelines) were found along the northern and western edges of the M-1 site, utilizing both the
EM-31 and a Schonstacdt magnetic locator.

Geologic materials encountered in the M-1 Basins consist of cither relatively fine-grained soils or limey waste
material. The propertics of these materials differ greatly, not only physically, but also clectrically and
magnetically. The geophysical survey was able to identify the boundary between the waste material in the
basins and the surrounding natural soils.

- 4.1.2 Soil Boring Program

Intrusive activities performed in the M-1 Basins included the completion of 10 soil borings as well as the
| installation of 2 monitoring wells. Eight borings were completed in and around the M-1 Basins (Figure 4-2).
Three soil borings (SB) (SB Nos. 6, 7, 8) are located inside the boundarics of the M-1 Basins. All borings
were drilled and sampled using 6-inch diameter hollow stem augers. A 5-foot long split-barrel sampler
containing clear polybuterate tubes was used to collect continuous soil samples. Each boring was continu-
ously sampled to total depth and then grouted to ground surface upon completion of drilling and sampling.
Drilling procedures are described in detail in Woodward-Clyde Standard Operating Procedure (SOP) No. 2.

. Samples sent for chemical analysis were analyzed for cither a limited or expanded suite of analytes. Limited
e suite analytes included:

*  Gas chromatography/mass spectrometry (GC/MS) semivolatiles

p—
! s Arsenic
. & ’ ¢  Mercury
s  Moisture
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Expanded suite chemicals included all the limited suite chemicals plus:

«  GC/MS volatiles

e  Organochlorine pesticides

¢ Organosulfur compounds

+  Thiodyglycol

- DIMP/DMMP

+  Inductively coupled plasma (ICP) metals
+  Moisture

Specific sample dates and analyses for each sample are included in Appendix C.

Geologic materials encountered in the borings adjacent to the M-1 Basins consisted predominantly of fine-
grained sediments (finc sand and smaller). The following sections contain brief descriptions of the geologic
materials and sample intervals at each boring. Boring logs are containcu in Appendix E.

SB No. 1 (WCC-1, Figure 4-2) encountered dry, loose to moderately dense, silty sand in the 0- to 4-foot
interval. A stiff, damp, clayey silt was present in the 4- to 9-foot interval. At a depth of 9 feet, a dry to
damp clay was encountered and was present to the completion depth of 10.2 feet. Samples from four depth
intervals were obtained for chemical analysic. Sampies collected from 0.3 to 0.8 foot, 2.4 to 2.9 feet, and 9.5
to 10 feet were analyzed for the limited suite of analytes. A sample was obtained from the 4- to 6.5-foot
sample and analyzed for the expanded suite of analytes.

In SB No. 2, (WCC-2, Figure 4-2) loose, dry, sandy silt was present at the ground surface, grading slowly
to a firm to soft, damp, silty to very silty clay, which was present to the completion depth of 10 feet.
Samples for chemical analysis were obtained from four depth intervals, Samples collected from 0.5to 1 foot,
2.5 to 3 feet, and 9.5 to 10 feet were analyzed for the limited suite of analytes. A sample was taken from
the 4- to 5-foot interval and analyzed for the expanded suite of analytes.

SB No. 3 (WCC-3, Figure 4-2) encountered loose, silty sands from ground surface to the completion depth
of 10.5 feet. Samples for chemical analysis were obtained from three depth intervals. Samples collected
from 2- to 2.5-foot and 9- to 10-foot intervals were analyzed for the limited suite of analytes. Analysis for
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the limited suite of analytes was also performed on a duplicate sample from the 9- to 10-foot sample. A
sample was taken from the 4- to 5-foot interval and analyzed for the expanded suite of analytes.

SB No. 4 (WCC-4, Figure 4-4) also encountered loose, silty sands from ground surface to total depth of
9.5 feet. Samples obtained from the 2.5- to 3-foot and 9- to 9.5-foot intervals were analyzed for the limited
suite of analytes. A sample taken from the 4- to 5-foot interval was analyzed for the expanded suite of
analytes. A rinsate sample was also taken on the decontaminated sampling tool.

SB No. 5 (WCC-5, Figure 4-5) encountered loose, slightly wet, silty sand from ground surface to an
approximate depth of 6.1 feet. A firm to stiff, wet, silty clay was then encountered until the completion
depth of 8.5 feet. Samples for chemical analysis were taken from three different depth intervals. Samples
from the 0- to 0.5-foot and 2- to 2.5-foot intervals were analyzed for the limited suite of analytes. The
sample from the 4- to 5-foot interval was analyzed for the expanded suite of analytes.

Boring (well) No. 01083 (Figure 4-2) encountered a loose, slightly wet, silty sand to an approximate depth
of 4.8 feet. At this depth, a firm, very wet, sandy silty clay was encountered to a depth of 6 feet. From a
depth of 6 to 17 feet, a loose, very wet, silty sand was present. At 17 feet, a hard siltstone with coarse-
grained sand and gravel was present to a total depth of 18.75 feet. Samples were obtained from three
different depth intervals. Samples from the 2.5- to 3-foot and 7.5- to 8-foot intervals were analyzed for the
limited suite of analytes. The sample from the 4- to 5.5-foot interval was analyzed for the expanded suite
of analytes. Groundwater monitoring wells were installed in Boring Well Nos. 01083 and 36193. Geologic
materials encountered inside the boundaries of the M-1 Basins consisted of fine-grained sediments as well
as waste material. SB No. 6 (WCC-6) consisted of moderately dry, dense silty sand from ground surface
to a depth of 2.1 feet, whereupon the soil became mixed with the underlying waste material. Only waste
material was present from depths of 2.6 to 6.5 feet. The waste material was a very soft, wet, gray, silty to
clay-like material that turned to a semi-liquid state when agitated. From 6.5 to 7 feet, a zone of mixed soil
and waste material was encountered. At a depth of 7 feet, a loose, moist to wet, silty sand was encountered
to a depth of 13.9 feet. At this depth, a crumbiy to blocky, relatively dry claystone was found extending to
the completion depth of 19 feet. Samples for chemical analysis were obtained from three different depth
intervals. The 4- to 6.5-foot interval sample was analyzed for the expanded suite of analytes. Samples from
the 8- to 8.5-foot and 19- to 20-foot intervals were analyzed for the limited suite of analytes.
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SB No. 7 (WCC-7, Figure 4-2) encountered loose, dry sandy silts from ground surface to a depth of 1.2 feet
where this material graded into a stiff, slightly moist clayey silt. Soft, damp to moist, gray, silty to clay-like
waste material was present from 2.4 to 8 feet. Moderate to dense silty sands were present from 8 feet to
completion depth of 9.5 feet. Samples were obtained from two depth intervals. The sample from the 7- to
8-foot interval was analyzed for the expanded suite of analytes. The sample from the 8.5- to 9-foot interval
was analyzed for the limited suite of analytes.

SB No. 8 (WCC-8, Figure 4-2) encountered gravel fill from ground surface to a depth of 0.3 foot. A loose,
very wet, silty sand was encountered to a depth of 2.5 feet. At a depth of 2.5 feet, a 0.5-foot thick layer of
firm, gray, silty to clay-like waste material was encountered. At 3 feet, a loose, very wet, silty sand was
encountered to completion depth of 9 feet. Only one iaterval was sampled for chemical analysis. The 4-
to 5-foot interval was analyzed for the expanded suite of analytes. A rinsate sample was taken on the
sampling tool and also analyzed for the expanded suite of analytes.

4.13 Groundwater Monitoring Well Installation and Sampling

The groundwater investigation performed in the M-1 Basins Area consisted of sampling seven wells,
including two new wells installed during this program and five existing wells. Two of the wells (one of these
new) are upgradient of the M-1 Settling Basins. The remaining five wells are located downgradient or
adjacent to the basins. All of the groundwater monitoring wells are located outside the boundaries of the
M-1 Basins (Figure 4-2). Table 4-1 is a summary of the M-1 Basins well characteristics. Monitoring wells
MW36193 and MW01083 were installed during the Task 2 field investigation activities. Detailed monitoring
well installation procedures and specifications are included in SOP No. 2. Additional well information may
be found in boring logs, groundwater observation well reports, and a well development summary table, which
are included as Appendixes E, F, and I, respectively.

Well locations were chosen in order to monitor groundwater in areas upgradient and downgradient from
the M-1 Basins. Groundwater flow in this area is to the north-northwest. Wells MW01083 and MW01524,
located south of the M-1 Basins, are upgradient wells used to monitor background water quality. The
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TABLE 4-1

M-1 BASINS WELL SUMMARY

Screened Water
Interval Elevation
Well No. (03] Formation (ft) Reason Sampled
36001 52538- Alluvial 52517 Downgradient of M-1 Settling
52433 Settling Basins; upgradient of
Lime Settling Basins
36193 5254.9- Alluvial 52528 Downgradient of M-1 Settling
5246.1 Basins; upgradient of Lime
Settling Basins
01077 5185.2- Denver NA* 100 feet east of the M-1
51748 Settling Basins
01083 52512- Alluvial 5256.5 Upgradient of M-1 Settling
52484 Basins
01503 5253.5- Allyvial 52559 Downgradient of M-1 Settling
52435 Basins
01504 5254 Alluvial 52553 Downgradient of M-1 Settling
5244 Basins
01524 5249.7- Alluvial 52511 Upgradient of M-1 Settling
5239.7 Basins

* Well sampled immediately after the CMP sampling. Water level not taken because of drawdown.
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49




ren -

20

R

e B

remainder of the wells (MWO01077, MW01504, MWO01503, MW36001, and MW36193) are located
downgradient or adjacent to the M-1 Basins and monitor possible contamination emanating from the basins.
Wells MW36001 and MW36193 also serve as background monitoring wells located upgradient of the Lime
Settling Basins.

The primary contaminants of concern associated with the M-1 Settling Basins are arsenic and mercury.
Groundwater monitoring wells located immediately adjacent to the M-1 Basins (MW01077, MW01083,
MWO01503, 3»/W01504, and MWO01524) werc sampled for four parameters: (1) filtered arsenic,
(2) nonfiltered arsenic, (3) filtered mercury, and (4) nonfiltered mercury. Monitoring wells on the extreme
southern edge of Section 36, MW36001 and MW36193, were sampled for the above parameters as well as
GC/MS volatiles, organochlorine pesticides, organosulfur compounds, thiodiglycol, DIMP/DMMP, and ICP
metals. These additional analyses were performed to better characterize possible contamination upgradient
of the Lime Settling Basins.

4.1.4 Treatability Testing

This section contains the results of treatability tests performed to evaluate the effectiveness of ISV and
chemical fixation of the M-1 Settling Basins waste.

4.1.4.1 In Situ Vitrificati ili

Field investigations conducted at the M-1 Settling Basins included exploratory trenching. Six trenches were
excavated for the purpose of defining basin boundaries, screening samples for military chemical agents, and
for the acquisition of soil and waste materials for bench scale ISV tests. The locations of the exploratory
trenches are shown in Figure 4-2.

Trench M-1T-1 (Figure 4-2) was excavated perpendicular to the northern edge of the center basin to confirm
the location of the basin. Trench M-1T-2 was dug approximately 10 feet from the northwestern corner of
the M-1 ponds in an undisturbed arca. Soil from these two trenches was screened for surcty agents.
Trenches M-1T-3 through M-1T-6 were used to obtain samples for chemical fixation and ISV treatability
tests.
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Trench M-1T-3 was dug to the waste material/natural soil contact in the approximate center of the M-1
Basins. Trench M-1T-4 is located 10 to 15 feet west of the northwestern corner of the M-1 Basins.
Trench M-1T-5 is located 10 to 15 feet south of the south centerline in the M-1 Basins. Treach M-1 T-6
is located 10 to 15 feet ecast of the northeastern corner of the M-1 Basins.

Materials obtained from the trenches were mixed in a decontaminated cement mixer in order to achieve
homogencous samples. The ficld waste material sample was placed inside a 30-gallon steel drum. Natural
soil material was placed in two 55-gallon steel drums. These samples were then sent to GeoSafe
Corporation in Kirkland, Washington, to undergo a bench-scale ISV treatability test. ISV sampling
procedures are contained in SOP No. 4.

Geologic materials encountered outside the M-1 Basins consist predominantly of loose, slightly wet to wet,
fine-grained silty sands. This material was present above and below the waste material contained in the M-1
Basins. The waste material is markedly different from the natural soil. It can best be described as a semi-
solid, gray, silty to clay-like material that turns into a semi-liquid state when agitated.

4.142 mical ili

The ficld investigation at the M-1 Settling Basins included sending a portion of the M-1 Basins sludge to
Kiber Associates for a chemical fixation treatability test. The material was analyzed before and after
chemical fixation by EPA TCLP protocols by DataChem, Inc. The results of the analytical work are shown
in Table 4-2.

4.15 Analytical Program

This section contains the findings of the chemical analytical program conducted to analyze soil, water, and
waste samples collected in the M-1 Settling Basins area during the ficld program, Table 4-3 shows the
findings of M-1 Settling Basins soil and waste sample analyses. Table 4-4 shows the findings of the ground-
water sampling. (Because of their length Tables 4-3 and 4-4 have been placed at the end of Section 4.0.)
QA/QC data associated with the samples are contained in Appendix H, QA Data Analysis.

4-11

(3q)(2003-350- Y VERSION 3.0/SBCTIONA.RPT)(12/12/90)

v e - .. . L T e o



-/ 1

~ 1 7

TABLE 4-2
CHEMICAL FIXATION TREATABILITY TEST RESULTS
M-1 SETTLING BASINS

(mg/L) (mg/L) (mg/L)
EPA #7060 Arsenic 1,100 5 ND
EPA #7470 Mercury 610 2 56
412
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4.1.6 Data Interpretation

For this IRA, to assess if any of the sites should be considered active groundwater contamination sources,
alluvial groundwater samples were collected from upgradient and downgradient wells and compared to
evaluate if the downgradient well indicated a significant increase in any of the target analytes. Then, the soil
sampling data were reviewed to cvaluate if any soil/waste samples from between the upgradient and
downgradient wells indicated a concentration of any of the target analytes that could be considered a possible
source. Generally, a greater than one order of magnitude increase in the downgradient concentration of a
particular analyte was judged to be a significant increase, and a trench soil sample conceatration of more
than approximately 1,000 ppm was considered a possible source. In most cases, target analyte concentrations
in soil were greater than 1,000 ppm in the identified source arcas and ranged up to percent level
concentrations of arsenic in the M-1 Settling Basins.

This section contains a discussion of the data collected at the M-1 Settling Basins during the ficld
investigations conducted to assess IRA alternatives. The sampling and analytical program developed for this
investigation was designed to further characterize the waste material in the M-1 Settling Basins, to evaluate
if any of the contaminants in the basins arc entering the groundwater, and to evaluate the treatability of the
waste by appropriate remedial technologies. The discussion in this section includes data collected during
previous investigations conducted in the M-1 Settling Basins arca to provide additional information
concerning the contaminant distribution and concentration ranges in this area.

4.1.6.1 Waste Characterization

Based on operational history and sample analysis, the primary contaminants of concern in this area were
arsenic and mercury. However, dicyclopentadiene, hexachlorocyclopentadiene, and cadmium were also
detected at concentrations greater than 3,000 ag/g in M-1 Settling Basins soil samples during previous
investigations. The type of contaminants detected during this sampling program and their range in
concentration was consistent with previous sampling conducted in the M-1 Settling Basins area. As shown
in Table 4-3, the concentration of arsenic and mercury detected in waste samples collected during this
investigation ranged up to approximately 34 percent and 04 percent, respectively. In addition,
bicyclopentadiene, dicyclopentadiene, OCPs, and ICP metals were detected in M-1 Basins waste samples
within their previously established ranges.
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Some question concerning the exact location of the M-1 Settling Basins was cvident based on inconsistencies
between existing reports and a construction drawing (Plan Number 7164-2216) of the M-1 Settling Basins,
dated September 25, 1942. Digital image analysis of an acrial photograph of the site taken July 29, 1945
supported the location indicated on the construction drawing. This position was later verified in the field
by excavating an exploratory trench perpendicular to the northern edge of the M-1 Settling Basins to expose
the contact between the waste material and the edge of the berm. The northwest corner (top inside berm)
of the M-1 Settling Basins is located 75 feet south of the ceaterline of December 7 Avenue and 25 feet east
of the contaminated sewer line. The overall dimeasions of the basins measure 115 feet (N-S) x 305 feet
(E-W) from top inside berm to top inside berm.

4162 Contaminant Migration

Previous sampling of downgradient groundwater wells indicated the contaminants arsenic and mercury were
migrating out of the M-1 Settling Basins attached to filterable soil particles. Evidence of this is found in the
difference in concentrations of arsenic and mercury between filtered and nonfiltered water samples from
Well Nos. 01503 and 01504. However, water samples collected from the wells during this sampling program,
as well as a new downgradient well (No. 36193) indicate that most of the arsenic detected in downgradient
wells will pass through a 0.45 micron filter, which indicates that the arsenic and mercury are in a mobile
phase.

Groundwater samples from wells downgradient of the M-1 Setting Basins indicate the concentration of
arsenic in filtered samples (using a 0.45 micron filter) ranged from 3,920 pg/t in Well No. 36193 (located
approximately 150 feet downgradient) to 20,000 sg/¢ in Well No. 01504 (located in the berm approximately
5 feet downgradient of the waste material). Table 4-4 is a summary of target analyte concentrations in wells
upgradient and downgradient of the M-1 Settling Basins.

Further evidence of lateral arsenic migration out of the M-1 Setiling Basins in groundwater can be scen
through evaluation of soil samples from downgradient soil borings. The concentrations of arsenic in four
of the soil samples taken from above the water table in Boring Nos. MIBOREO03 and M1BOREQO4 were
less than the method detection limits for arsenic in soil (2.5 xg/g). However, the concentration of arsenic
in the soil samples taken below the scasonal water table was 110.0 sg/g and 410 xg/g for Boring Nos.
M1BOREO003 and M1IBOREOO4, respectively. '
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A contaminant distribution map showing the concentration of arsenic in upgradieat and downgradient
groundwater samples is preseated in Figure 4-3. The tread showing a significant increase in the arsenic
concentration in downgradient groundwater samples indicates that the basins are an active groundwater

42 COMPLEX DISPOSAL TRENCHES

Previous investigations confirmed the presence of at least 46 disposal treaches or pits within the anomalous
areas of Site 36-17 area (Figure 4-4). Evaluation of existing information provided the basis for sclecting the
trenches investigated under this program. Evaluation criteria included the depth to groundwater, indicated
presence of Army agent degradation products, concentration of contaminants, and indications of groundwater

contamination,

The investigative program developed for this site consisted of a geophysical survey, excavation of and
sampling waste from, a series of exploratory trenches, installation of 6 new groundwater monitoring wells,
and sampling the 6 ncw wells, and 11 existing wells located upgradient and downgradient of the disposal
trenches. The following sections describe the ficld investigations and present the results of chemical analyses
performed on soil, groundwater, and waste samples collected during the ficld program.

42.1 Geophysics

Before the start of intrusive trenching /boring activities in Site 36-17N, a geophysical survey was performed
using an EM-31 terrain conductivity meter and an EDA OMNI plus magnetic radiometer. This geophysical
survey was performed to identify the approximate locations of the original Army disposal trenches and to
clear boring locations where needed. The ends of the disposal trenches, as defined by the geophysical
survey, were staked with green lathe with green plastic survey tape strung between them. The orientation
of the anomalies indicated by geophysics generally correlated with the locations and orientation of disposal
trenches shown on an air photo from 1945. All initial exploratory trenches were excavated at the staked
location. Additional exploratory trenches were sometimes needed to accurately locate some of the disposal
trenches as discussed in Subsection 422
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Magnetometer and EM readings were takea over a 294,000 square foot arca. Line spacings were 20 feet
apart from east to west for approximately 420 feet. Lines were generally 700 fect long with stakes every
50 feet. Traverses along the west side of the survey grid were generally smooth and made data collection
casy. The castern-most lines were more difficult to traverse due to uneven terrain, numerous excavations,
and large pieces of metal on the ground. Metal on the surface tended to interfere with locating buried
anomalies.

Magnetic readings were taken every 5 feet on a portion of the traverses in Site 36-17. Both total ficld and
gradient recordings were made, and base station recordings were taken at the beginning and end of cach
data collection period.

Electromagnetic data collected in Site 36-17 indicated several elongated anomalous regions trending generally
cast to west. These anomalies are marked by extreme lows in both in-phase and out-of-phase readings taken
by the EM-31 meter.

Magnctic records taken in Site 36-17 neither conclusively supported nor refuted the EM-31 findings. For
this reason, most magnetic recordings were later discontinued as inconclusive and ineffective.

42.1.1 Anomaly A

EM readings were taken over a 60,000 square foot area. The grid lines were spaced 20 feet apart from cast
to west for 300 feet. Lines were generally 200 feet long with stakes every 50 feet. Magnetic readings were
not taken in this area because they were previously shown to be inconclusive.,

Electromagnetic data collected in Area A indicated a large elongated anomaly trending east to west through

the center of the area, as well as two smaller anomalies lying parallel and adjacent to the larger anomaly.
The anomalies were marked by extreme lows in the electromagnetic data.

4-18
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4212 Anomaly F

EM readings were taken over a 20,000 square foot arca. The grid lines were spaced 20 feet apart from
northwest to southeast for 200 feet. Lines were generally 100 feet long with stakes every 50 feet. Magnetic
readings were not taken in this area because they were previously shown to be inconclusive.

Electromagnetic data collected in Arca F indicated onc weak anomaly trending northwest to southeast in
the northwest portion of the area. This anomalous area was marked by extreme lows and moderate highs
in the electromagnetic data.

4213 Anomaly H

EM readings were taken over an approximately 360,000 square foot arca. The grid lines were spaced 20 feet
apart from north to south for approximately 600 feet. Lines were generally about 600 feet long with stakes
every 50 feet.

Electromagnetic data collected in Area H indicated several clongate anomalies trending east to west. One
of the anomalies extended out the west side of Area H toward Basin A. The anomalies were marked by
extreme lows in the clectromagnetic data.

42.14 North of Pesticide Pits

EM and magnetometer readings were taken over a 138,000 square foot area. The grid lines were spaced
20 fect apart from east to west for 460 feet. Lines were 300 feet long with stakes every 50 feet. All traverses
were generally smooth, making it easy to collect data. Metal on the surface as well as numerous well casings
tended to interfere with identification of decper anomalies. Magnetic readings were taken every 5 feet on
a portion of the traverses north of the pesticide pits and every 10 feet on the rest. Both total ficld and
gradient recordings were made and base station recordings were taken at the beginning and end of each data

collection period.
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422 Soils/Waste

The Task Plan called for 14 exploratory trenches to be excavated through burial trenches identified during
the geophysical program and 4 soil borings to be advanced through 4 of the exploratory trenches. During
the trenching program it became apparent that additional exploratory trenches would be necessary in Area H
to adequately define the limits and orientation of the burial trenches.

In addition, burial trenches were not found at two of the planned trench boring locations (one in Anomaly
F and one in Anomaly H) and, thercfore, those two borings were not installed. The actual investigative
program in the Site 36-17N trench :rea consisted of 25 exploratory trenches and 2 soil borings below the
burial trenches. Four of the additional exploratory trenches were excavated along the west side of Area H
to investigate several geophysical anomalies identified in that area. Figure 4-5 is a base map of Site 36-17TN
showing the arcas investigated during this program. Figure 4-6 is an enlargement of Anomalous Arca H
showing the locations of the exploratory trenches and disposal trenches. Table 4-5 is a summary of the
findings in each exploratory trench. Cross-sections of each trench are contained in Appendix G. Figures 4-7
to 4-12 are plan view and cross-sectional views of each of the disposal trenches identified by this
investigation.

Soil samples were collected from the exploratory trenches just above the bottom contact of the waste
material and native soil and just above the free groundwater level in the soil borings advanced through the
trenches. The samples were used to evaluate the nature and extent of contamination in the trenches and
to assess contaminants that may have migrated from the trenches to the surrounding soil.

422.1 Anomaloys Area A (Site 36-17N)

Two exploratory trenches were excavated in Anomalous Area A between the stakes marking each end of
the indicated geophysical anomaly (disposal trench A-1) (Figure 4-4). Significant debris ficlds were
encountered in both exploratory trenches. The debris consisted of wire, steel straps, burned-out incendiary
device casings, and various pieces of scrap metal. Two 10-inch diameter, schedule 80 PVC pipes were placed
in cach exploratory trench (one pipe as a backup) to act as surface casings for the soil borings to be
advanced below the trench at a later date. Both ends of the pipes were covered with plastic sheeting and
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TABLE 4-8
- SUMMARY OF FINDINGS IN EXPLORATORY TRENCHES IN SITE 36-17N

\

Exploratory
Waste Waste  Trench

Exploratory Depth  Width Depth

Treach No. (ft) (ft) (fv) Disposal Trench Contents
Anomalous Area A
1 10 14 13 Various scrap metal including wire, steel straps, burned
incendiary device casings
2 35 13 5 Various scrap metal including wire, steel straps, burned
incendiary device casings
Anomaloys Area F
3 N/A N/A 5 Natural soil. 1/8-inch wire found near the ground
surface during trenching
Anomal
4 0.5 N/A 6 Surface burn marks. Metal rebar at 0.5 foot
5 5 23 10 Bricks, concrete rubble, fibrous pipe insulation
(asbestos), various scrap metal
6 335 17 6 Bricks, concrete rubble, asphalt rubble, plastic caps, wire,
rebar, 55-gallon barrel lids
7a 0510 N/A 6 Rust-staining, crystalline sulfur on surface of site
Note: Sample failed initial Army mustard screening, but
cleared subsequent test
b 15 24 9-10 Burned wood, charcoal, metal pipe, wire, cable, rust,
rubber hoses, black and gray sludge
8a 0-05 ? 9-10 Wood, bricks, concrete rubble (all appear to be surface-
dumped)
8b N/A N/A 12 Natural soil
9a 25 17 12 Burn marks, charcoal, wire, burned fuse casings, some
green and yellow discoloration on soil
429
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TABLE 4-§

(continued)
Exploratory
Waste Waste  Trench
Exploratory Depth  Width Depth
Trench No. () (ft) (ft) Disposal Trench Contents
9% > 10 12 10 Wood, burned wood, charcoal, pipes, metal straps, bars,
rust staining, various metal debris, various amber and
clear empty bottles
9¢ >8 N/A 8 Same as Trench No. 9
10 3 20 6 Burn marks, various metal debris, rust staining
11 5 21 6 Scrap metal, wire, cable, metal bars, metal straps, burned
fuse cases, empty amber glass bottles, clear glass vials
12 N/A N/A 7 Natural soil
i 13 85 20 10 Burned wood, brick, rock fragments, charcoal, 4-inch
ke diameter metal pipes, misc. scrap metal, empty and full
amber and clear glass bottles, and clear glass vials
14a 4 N/A 8 Light gray powdery materi °, surface burn marks
14b 85 N/A 11 Wood, burned wood, charcoal, small empty clear and
amber glass bottles, and full clear glass vials
14¢ >1 N/A 7 Wood, burned wood, charcoal
14d >11 N/A 1 Wood, burned wood, charcoal, metal pipe, scrap metal,
small empty clear and amber glass bottles, and empty
and full clear glass vials, white phosphorous
Area West of Anomalous Area H
15 35 N/A 6 Large broken concrete vats, bricks, wire
16 45 N/A 6 Same as Treach No. 15
17 35 N/A 5 Burned incendiary device casings, black and gray sludge,
white phosphorous
18 N/A N/A 4 Natural soil, groundwater at 1.0 feet below ground surface
430
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sealed with duct tape. After completing the soil borings, the PVC pipes were removed from the trenches
and the holes were grouted to ground surface with a portiand cement/bentonite grout mix. The centerline
of disposal trench A-1 was staked by placing 2-inch by 2-inch, 4-foot long yellow wooden posts at 30-foot
intervals along the axis of the trench.

The type of soil encountered in the exploratory trenches in this arca was a loose, fine-grained, slightly wet,
silty sand of a moderate brown (5 YR 3/4 Munsell) color. The silty sand material was encountered to a
depth of about 18 feet. At about 18 feet, exploratory Trench Boring No. 1 encountered a layer of
moderately yellowish-brown (10 YR 5/4 Munsell) sandy silt. At about 18.5 feet (approximately 5,231 feet
above mean sea level [msl]), the borings encountered alternating thin buds (2 to 3 inches) of the silty sand
and sandy silt material with the sandy silt changing color to a pale yellowish-brown (10 YR 6/2 Munsell).
The sand grains were fairly well-sorted and subangular.

4222 Anomalous Area F (Site 36-17N)

One exploratory trench was excavated in Anomalous Area F to investigate the indicated geophysical anomaly.
Upon completion of the trench, no visible signs of subsurface debris or contamination were detected. For
this reason, the planned boring below the trench was not installed. However, a soil sample for chemical
analysis was taken from the bottom of the trench. During trench sampling, a strand of 1/8-inch-diameter
fence wire was found running perpendicular to the exploratory trench just under the surface. It is probable
that the wire was the source of the indicated geophysical anomaly.

The soil encountered in exploratory Trench No. 3 was a loose, fine-grained, dry silty sand of a moderate
brown (5 YR 3/4 Munsell) color. The sand grains are fairly well-sorted and subangular. Some s': atly
harder zones were observed in the material in the trench walls and are probably attributable to  -al
cementation of the soil. No PVC casing was installed in this trench, and no soil boring below the .. .ach

was done, as was originally planned, due to the lack of subsurface disposal. The total trench depth was
5 feet.

4223 _Anomalous Area H (Site 36-17N)
Eighteen exploratory trenches were excavated in Anomalous Area H. Figure 4-6 shows the location of the
exploratory trenches and disposal treaches investigated in Anomalous Area H. The original work plan called

for 11 trenches to be excavated across the geophysical anomalies. It was necessary to dig seven additional
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exploratory trenches, Nos. 7b, 8b, 9b, 9¢, 14b, 14, and 144, to better define the anomalies indicated at those
locations,

Exploratory Trench No. 4 was excavated at an indicated geophysical anomaly. Upon completion of the
trench, no visible signs of subsurface debris or contamination were noted. Some piles of surface dumped
material were noted at the surface. A soil sample was takea from the bottom of the trench, but a planned
boring below the trench was not installed because no subsurface disposal was evident. However, some
surface burn scars were noted along the trench sidewalls.

4223.1 Disposal Trench H-1. Exploratory Trench Nos. 5 and 6 were excavated across a finear pile of
building rubble visible on the surface along the northern edge of Anomalous Area H (disposal trench
H-1) (Figure 4-8). Significant debris ficlds were encountered in both trenches. The debris consisted of
various building rubble including bricks, concrete pieces, friable asbestos pipe insulation, asphalt, plastic caps,
and scrap metal including 55-gallon barrel lids, wire, and rebar. The material forms a 2- to 3-foot mound
along the entire length of the anomaly and extends below ground surface another 3 to 5 feet.

42232 Disposal Trench H-2. Exploratory Trench Nos. 7a, 7b, 8a, and 8b were excavated to define linear
anomaly H-2 in Anomalous Area H (Figure 4-9). Trench Nos. 7a and 8a were dug between the survey
stakes marking the geophysical anomaly. Trench No. 7a exhibited no visible indication of contamination
except for some shatlow rust colored staining at a depth of approximately 0.5 to 1.0 foot. Large picces of
crystalline suifur were observed lying on the surface surrounding the trench. A gailic-like odor was noted
emanating from the trench after excavation ccased. No contamination or debris was evident in the trench,
but it was sampled at a depth of approximately 6 feet. A preliminary surety agent screen of the sample
indicated possible sulfur-based Army chemical agents and resulted in the analytical lab samples exceeding
holding times. It was latcr determined that only elemental sulfur was present in the sample. However, it
was necessary to collect a new sample because the initial sample had exceeded laboratory holding times.

Trench No. 7b was excavated 1 week later to locate the western end of disposal trench H-2 and to obtain
another soil sample to replace the one with expired holding time. A significant debris zone was cpcountered

consisting of burned wood, charcoal, black and gray sludge, rubber hoses, rust-colored staining and
miscellancous scrap metal, including pipes, wire, and cable.
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Treach No. 8a was excavated near the east end of the indicated end of disposal treach H-2. No significant
debris or waste was evident in this trench except for a thin layer of surface-dumped wood, bricks, and
concrete debris along the north end of the trench. Therefore, no sample was collected.

Treach No. 8b was excavated approximately 30 feet northeast of Trench No. 8a to better define the debris
encountered in Trench No. 8a. Upon completion of the trench, no debris or contamination was evident so
no sample was collected. Metal debris could be scen at a depth of approximately 2 to 2.5 feet in the
Eavironmental Science and Engineering, Inc. (ESE) exploratory treach, which is located directly west of
exploratory Trench No. 8a. Apparently, this treach marks the eastern extent of disposal Trench H-2.

42233 Disposal Trench H-3. Exploratory Trench No. 9a was excavated between the stakes marking ends
of the anomaly indicated by the geophysical survey (disposal Trench H-3); bowever, no subsurface debris
was encountered at this location (Figure 4-10). Exploratory Trench No. 9b was then excavated 60 feet east
of Trench No. 93, but no debris was initially encountered at this location. Then, Trench No. 9¢ eacountered
debris consisting of wood, metal, charred wood, and small empty glass bottles at a depth of 10 feet about
50 feet ecast of Trench No. 9b. The alignment of the subsurface debris indicated that disposal trench H-3
was lying more west to cast than the anomaly indicated by geophysics. So, Trench No. 9b was extended
farther north until it encountered the same type of debris as found in Trench No. 9c. Then, Trench No. 9a
was extended farther north until it encountered a thin layer of debris including wire, fuse casings, charcoal,
burn marks, and green and yellow staining in the soil. Due to the shallow depth of the debris, it is believed
that Treach No, 9a marks the western end of disposal Treach H-3,

Exploratory Treach No. 10, excavated along the cast end of disposal Trench H-3, also encountered a thin
(approximately 1 foot), shallow debris ficld at a depth of 2 to 3 feet. The debris consisted of burned wood,
wire, broken glass of unknown origin, and various pieces of scrap metal.

42234 Disposal Trench H4. Exploratory Trench Nos. 11, 14a, 14b, 14c, and 14d were excavated to
investigate the ends of disposal Trench H-4 (Figure 4-11). Treach Nos. 11 and 14a were excavated between
the stakes marking the geophysical anomaly., Trench No. 11 encountered a significant debris zone at a depth
of approximately 5 feet. The debris consisted of various picces of scrap metal, including wire, cable, burned
fuse casings, metal bars and straps, and some small empty amber glass bottles and empty clear glass vials.
Some green and yellow discoloration of the soil was also noted.

33

-~ — s o -

L T A AR e



- T T T

Woodward-Clyde Consultants

Exploratory Trench No. 14a encountered oaly shallow surface burn scars and a 3- to 4-foot thick zone of
surface-dumped material, which consisted of a light gray powdery material resembling concrete dust.
Exploratory Treach No. 14b was excavated approximately 60 to 70 feet east of exploratory Treach No. 11
to better define the castern end of the original disposal treach. A debris ficld coansisting of wood, burned
wood, charcoal, small empty clear and amber bottles, test tubes, and empty and full clear glass vials was
encountered from a depth of 4 feet to approximately 8 to 9 feet.

Exploratory Trench No. 14c was thea excavated 35 to 40 feet east of Treach No. 14b. Debris including
wood, burned wood, and charcoal was encountered at a depth of 4 feet. Exploratory Trench No. 14d was
then cxcavated approximately 20 fect farther to the cast. A debris field consisting of wood, burned wood,
charcoal, metal pipe, various scrap metal, small empty clear and amber glass vials, test tubes, and empty and
full clear glass vials was encountered starting at a depth of 3 feet. White phosphorous was encoun’ered at
a Jepth of approximately 9 feet. The material was immediately reburied and extinguished. A sample was
taken at a point immediately above where the white phosphorous was encountered.

The HLA exploratory trench (Figure 4-12) is located approximately 15 to 20 fect cast of WCC exploratory
Trench No. 14d. This trench encountered no debris or waste (ESE 1988). Therefore, exploratory Trench
No. 14d is apparently within 15 to 20 feet of the eastern end of disposal Trench H-4.

42235 Disposal Trench H-5. Exploratory Trench Nos. 13 and 12 were excavated to investigate the ends
of disposal Trench H-5 (Figure 4-12). Both treaches were excavated between the stakes marking the ends
of the geophysical anomaly. Trench No. 13, at the west end of the anomaly, encountered a significant debris
field from a depth of 0.5 to 1 foot and extending to a depth of approximately 8 feet. The debris Seld,
located immediately above the free groundwater level, consisted of burned wood, bricks, rock fragments,
4-inch diameter metal pipes, various picces of scrap metal, and small empty amber and clear bottles and
some clear glass vials containing a clear oily liquid.

Exploratory Treach No. 12, at the cast end of the anomaly, encountered no visible waste or debris. The
HLA exploratory trench is located approximately 15 to 20 feet west of WCC exploratory Trench No. 12.
This trench encountered debris, including laboratory bottles, clear glass vials containing an oily yellow liquid
and burn material (ESE 1988). Therefore, exploratory Trench No. 12 is apparently within 15 to 20 feet of
the castern end of disposal Trench H-5.

434

S e i B Lrg v Py e i g e s P




( {9q)(2003-230- 39X VERSION 3.0/SBCTIONC.RPT13/13/5%0)

The type of soil encountered in Anomalous Area H was primarily a loose, fine-grained, silty sand of a
moderate yellowish-brown color (10 YR 5/4 Munsell) with some darker yellowish-brown (10 YR 4/2
Munsell) or a moderate brown color (5 YR 4/4 Munsell). In exploratory Treach Nos. 9a and 7, the soil type
changed to a firm to stiff, low plasticity, wet sandy silty clay of a dark yellowish-brown color (10 YR 4/2
Munsell). The material ranged from dry to very wet depending on the trench location and the proximity
to groundwater, The sand grains are fairly well-sorted and subangular.

4224 Arca West of Anomaious Area H (Site 36-17N)

Four additional exploratory trenches were excavated to investigate several geophysical anomalies identified
along the west side of Anomalous Area H (Figure 4-6). Exploratory Treach Nos. 15 and 16 were excavated
to investigate a linear anomaly indicated by the geophysical program. Both trenches were excavated between
the stakes marking the ends of the geophysical anomaly. Significant debris ficlds, consisting of large concrete
troughs and various building rubble, were found in each trench. Because of the large size of the debris, it
was impractical to treach through the material. For this reason, the full depth and width of the debris field
was not exposed. However, samples of the waste in the trench were collected and analyzed.

Exploratory Trench No. 18 was excavated to the north of exploratory Trench Nos. 15 and 16 to investigate
alarge oval-shaped anomaly indicated by the geophysics program. The initial trenching attempt encountered
groundwater at a depth of approximately 1 foot, and this exploratory trench was immediately abandoned.
No sample was collected at this location.

Exploratory Trench No. 17 was excavated approximately 50 feet north of Trench No. 18. This trench
cncountered black sludge-like material and some metal debris, including burned-out incendiary casings and
white phosphorous at a depth of approximately 3 feet. The white phosphorous ignited upon exposure to air
and was immediately buricd and extinguished. The sludge material was screened for agents, yielding a
negative response. The trench was advanced 15 feet farther north, where it encountered clean soil. No
subsurface disposal trench was evident at this location so no sample was taken. The materials encountered
appeared to be surface dumped from trucks into a natural depression along the edge of Basin A. The July
1945 aerial photograph supports this interpretation.

The type of soil present in all trenches west of Anomalous Area H was a loose, fine-grained, dry to saturated

silty sand from a moderate yellowish-brown (10 YR 5/4 Munsell) to a moderate brown (5 YR 3/4 Munseli)
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color. The sand grains were fairly well-sorted and subangular. Noaoe of the trenches was advanced deeper
than approximately 6 feet due to shallow groundwater.

423 Groundwater

The groundwater investigation in Site 36-17 was designed to use existing wells to the extent possible to
monitor water quality upgradient and downgradient of the disposal trenches to evaluate whether the trenches
are adding contaminants to groundwater. The program included installation of 6 new monitoring wells:
Nos. 36187, 36188, 36189, 36190, 36191, and 36192; and sampling of the new wells as well as 11 existing wells:
Nos. 36075, 36087, 36590, 36591, 36593, 36067, 36080, 36084, 36085, 36180, and 36088. Table 4-6 is a
summary of Site 36-17 well characteristics. Figure 4-13 shows the location of the wells sampled in Site 36-17
for this program.

Soil samples were collected from each of the new wells at the time of installation. Soil sampling, well
purging, and sampling were performed in accordance with the QAPP, SOPs, and USATHAMA procedures.
Stabilization of pH and conductivity parameters prior to sampling was within the specified ranges in the
Sample Design Plan. The following sections describe the lithologies encountered at each of the newly
installed wells. Boring logs, groundwater observation well reports, and a well development summary table
are contained in Appendixes E, F, and I, respectively.

423.1 Well Installatiog
Well installations for Well Nos. 36187, 36188, 36189, 36190, 36191, and 36192 are discussed below.

423.1.1 Well No. 36187. Well No. 36187 is located downgradient of Anomalous Areca A along the
northwest boundary of Site 36-17N on the west flank of the prominent ridge cast of Basin A. The ground
level is 5,241.5 feet above msl.

The boring for Well No, 36187 encountered 0.3 foot of topsoil consisting of a brown to black sandy silt with
roots. The lithology encountered from 0.3 foot to 13 fect below ground level was very uniform consisting
of a yellowish-brown silty sand. There are some hard reddish-brown clay inclusions from 4 to 6.5 feet.
From 13 feet (5,228.5 feet elevation) to the total depth of the hole, a very loose, saturated silty sand was
encountered. Clayey silt layers were noted from 18.4 to 19 feet and again at 21.4 feet to the completion
depth of 22 feet below ground level (5,219.5 feet elevation).
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TABLE 46

GROUNDWATER WELL SUMMARY OF SITE 36-17

Screened Water
Interval Elevation
Weil No. ) Formation ) Reason Sampled
36067 52308- Alluvial 52343 Downgradient of pesticide pits; 52278
upgradient of northem portion of 36-175
36075 5245.7- Alluvial 52439 Upgradient of Section 36-17
5423
36080 52308- Alluvial 5243.7 Upgradient of Section 36-17
5258 Anomaly H
36084 50284 Alluvial 52293 Dowmgradient of Section 36-17
52244 Anomaly H
36085 5222.2- Alluvial 52285 Downgradient of Section 36-17
52182 Anomaly H
36087 5246~ Alluvial 52419 Upgradient of Section 36-17
5243
36088 5223- Alluvial S8 Downgradient of Anomaly H;
52196 upgradient of Anomaly A
36180 N/A Alluvial 52279 Downgradient of Anomaly H;
upgradient of Anomaly A
36187 52299- Alluvial 52271.7 Downgradient of Anomaly A
5211
36188 5228.7- Alluvial 52283 Downgradient of Anomaly A
52199
36189 52283 Alluviat 5228.6 Downgradient of Anomaly H;
52195 upgradient of Anomaly A
36190 $230.9- Allyvial s Downgradient of 36-175;
s2s upgradient of Anomaly H
36191 5220.2 Denver 52133 Downgradient, NE of the bedrock
S2114 ridge, from 36-17N
36192 5198.6- Deaver s24.l1 Downgradient, NE of the bedrock
51876 ridge, from 36-17N
36590 5232.6- Alluvial 5224.1 Next 10 the pesticide pits,
5226 upgradient of the northern
part of 36-17S
36591 5230.5 Alluvial SU25 Upgradient of the pesticide pits
52205
- 36593 5230- Alluvial 5242 Upgradient of the pesticide pits
5220
437
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The soil samples became damp to moist at 5.5 feet. Free water was noted in the tube at 12.25 feet, At 13
feet, free water was first noted in the hole. The well screen was set from 11.6 to 20.4 feet below ground
surface (bgs) (5,229.9 to 5,221.1 feet above mal).

423.12 Well N, 36133. Well No. 36138 is also located downgradient of Anomaly A in the west-northwest
comner of Site 36-17N, about 342 feet southwest of Well No. 36187. It is located on the cast flank of the
paleochannel, which underlics the low area occupicd by Basin A. The elevation is 5,240.2 feet above msl.

The top soil consisted of a black sandy silt with abundant roots and organic matter to a depth 0.2 foot below
ground level. Underlying the top soil is 113 feet of a tan to yellowish-brown silty sand. From 5.5 feet to
11.5 feet, there are clasts of reddish-brown oxidized silt and sand material. At 11.5 fect below ground lcvel
(5,228.7 feet elevation), a 1.5-foot thick layer of dark yellowish-brown clayey silt was encountered. This unit
contained tan clay clasts.

At 13 feet below ground level (5,227.2 feet elevation), a clean, very fine to fine-grained, water-saturated sand
layer was noted. At 18 fect below ground level, the clean sand graded to a silty sand with a trace of red clay
veins and clasts. The silty sand continued to 22.1 feet bgs (5,218.1 feet clevation) where a grayish-brown
clayey silt was encountered to the total depth of the boring at 23.5 feet (5,216.7 feet elevation). The top 0.3
foot of silt had a fine gravel component and there were scattered reddish-brown clay inclusions throughout
the interval. This contact is interpreted to be the top of the Denver Formation. Stabilized water level was
measured at 5,2283 feet above msl. The well screen was set from 115 to 20.3 feet bgs (5,228.7 to
5,219.9 feet above msl).

423.13 Well No, 36189. Well No. 36189 is located in the southwest quadrant of Site 36-17N immediately
downgradient of Anomaly H. It is also slightly east of Basin A along the northeast flank of the apparent
paleochanncl. The ground level elevation is 5,239.9 feet above msl.

The surface geology consists of an eolian sand to a uepth of 6 inches. From 0.5 to 8.8 feet bgs, the lithology
is predominantly a silty sand with occasional clayey sand. A 1.2-foot layer of silty clay occurs at 8.8 feet.
Underlying the clay is a clay-like silt layer that extends to 13.5 fect bgs. A yellowish-brown, silty, clay-like
gravel with occasional interbedded claystone layers was noted from 13.5 to 19.5 feet bgs. Scattered clasts
of a tan silt were noted with the gravel. The clasts resemble those found in the volcaniclastic unit which
locally marks the top of the Denver Formation.
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At 19.5 feet bgs (5,220.4 feet elevation), an orangish-brown clay layer was encountered that extends to the
total depth of the hole, 22.5 feet (5,217.4 feet elevation). The top 1 foot of the clay includes some fine
gravel.

Groundwater was encountered at a depth of 10 feet bgs. This corresponds with the bottom of the upper
silty clay layer. There was a trace of moisture in the clayey sand from 0.5 to 1.5 feet bgs. The well screen
was sct from 11.6 to 20.4 feet bgs (5,228.3 to 5,219.5 feet above msl).

423.1.4 Well No, 36190. Well No. 36190 is located approximately 250 feet upgradient of Anomaly H in
the northern end of Site 36-17S, slightly cast of Basin A. This well is located near the head of the buried
paleochannel apparently developed on the Deaver Formation. The ground level elevation at this well is
5,239.7 fect above msl (Datum 1984).

The surface lithology consisted of a 3.8-foot thick layer of tan to brown eolian sand overlying a 1.7-foot thick
layer of silty clay. From 5.5 feet bgs to a total depth of 20 feet bgs, the lithology was a fairly uniform silty
sand. There were some black silty inclusions from 8 to 10 feet bgs and occurring again from 12 feet bgs to
total depth. At 17.4 feet bgs the color of the sand gradually changed from a yellow to yellowish-brown to
an orangish-yellow to orange. Along wita the color change, a fine gray gravel was noted. This is believed

- to be the volcaniclastic unit locally marking the top of the Denver Formation. Groundwater was

“ encountered at 7.5 feet. After drilling was completed, the water level was measured at 6.8 feet. The well
screen was set from 8.5 to 17.6 feet bgs (5,230.8 to 5,222.1 feet above msl).

423.1.5 Well No, 36191. Well No. 36191 was completed in the Denver Formation. It is located along the
top of the prominent ridge in the northeast corner of Site 36-17N downgradient of Anomaly B. The ridge
corresponds to a topographic high in the Denver Formation, which protrudes above the alluvial aquifer. The
ground level is 52483 feet above msl,

The lithology consisted of a silty sand from the surface to 16.3 feet below ground level. The top 0.2 foot
of soil contained some roots. At 4 feet bgs, the sand graded from a predominantly fine grain to a very fine
grain. At 13 feet bgs, hard tan clay inclusions were noted in the sand. A trace of dampness was noticed
at 10 feet bgs, but no free groundwater was encountered.

The top of the Denver Formation was encountered at 163 fect (5,232.0 feet clevation). The contact was

4 . marked by a tan to light olive-gray clay, with reddish-brown, green, and black mineral inclusions. This _
{ )
o
( (92000350 39)(VERSION 34/SECTIONARPTY12/12/50) .
i
%
3
e . e e AR E NN P e o T T e e o .- - trq- ’

SR - - - . - N e . 4 . P




T T T w wwe

Woodward-Clyde Consultants

material is apparently a volcanic unit. Underlying the volcaniclastic unit is a 6.5-foot layer of sandy silt with
a trace of fine gravel scattered throughout. Occasional clasts of reddish fine- to medium-grain sand and
traces of roots were also noted, which suggests that this layer is a paleosoil. Underlying the silt was a
0.9-foot thick layer of very gravelly silt.

A claystonc/weathered shale unit interbedded within layers of a yellowish-orange siltstone occurred from
24.6 feet bgs (5,223.7 feet elevation) to total depth of 40 feet bgs (5,208.3 above msl). Silt appears to also
fill old fractures, as indicated by its vertical orientation in places.

No free groundwater was encountered while drilling the bole. The sandy silt at the top of the Denver
Formation had a trace of moisture at 19 feet bgs. Twenty-four hours after drilling, the boring contained 1.8
feet of water. The hole was screened from 28.1 to 36.9 feet bgs (5,220.2 to 5,211.4 feet above msl).

423,16 Well No, 36192. Well No. 36192 is located downgradient of Anomaly C approximately 500 feet
southeast of Well No. 36191 along the top of the ridge. The ground level is 5,253.68 feet above msl.

Top soil consisted of & black to dark brown sandy silt with roots to a depth of 0.5 foot bgs. Underlying it
to 1.9 feet below ground level was a dark brown clayey silt with a trace of roots. From 1.9 to 8.6 feet bgs,
a yellowish-brown silty sand was encountered.

At 86 feet bgs (5,245.2 feet clevation), the volcaniclastic unit was encountered, indicating the top of the
Denver Formation. It was encountered to a depth of 10.1 fect bgs. Below the volcaniclastic unit, a
claystone /weathered shale interbedded with a siltstone was noted from 24.5 to 27 feet bgs.

At 28 feet bgs (5,225.68 feet clevation), a very hard sandstone was encountered. Because of the hardness
of the sandstone, solid flight augers were needed to advance the hole to its total depth of 65 feet bgs.
Groundwater was noted at 55 feet bgs. The well was screened from 55.1 to 63.9 feet bgs (5,1986 to
5,187.6 feet above msl).

424 Anglytical Program
This section containg the findings of the chemical analytical program conducted to analyze soil, water, and
waste samples collected in the Complex Disposal Trenches Area during this field program. Table 4-7 shows

the results of analysis of Site 36-17 soil and waste samples. Table 4-8 shows the findings of Site 36-17
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groundwater sample analysis. (Because of their length, Tables 4-7 and 4-8 have been placed at the end of
! {’ Section 4.0.)

425 Data Interpretation

The sampling and analytical program developed for this investigation was designed to further characterize
the waste materials in the Complex Disposal Trenches, evaluate if any of the contaminants in the treaches

arc entering the groundwater, and provide information to evaluate waste testability by various remedial
technologies.

The investigative program developed for this site was comprised of the following elements:
s Collect and analyze previously unavailable historical aerial photographs of the site
¢  Review findings of previous site characterization investigations

o Perform geophysical survey to identify key disposal trenches and clear locations for borings or

trenches
' ]
- «  Excavate cxploratory trenches perpendicular to key disposal trenches to sample waste materials and
delineate trench boundaries
»  Install new monitoring wells upgradient and downgradient of key disposal trenches
»  Sample ncw and existing upgradient and downgradient monitoring wells
The discussion in this section includes data collected during previous investigations conducted in the complex
disposal trench area to provide additional information concerning the nature, distribution, and concentration
of contaminants in this area.
4251 Waste Characterization
Due to the complexity of the past waste disposal practices and the resulting heterogeneous nature of the
¢ waste materials in the disposal trenches, it is difficult to identify specific point sources for cach of the
f
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analytes found in this arca. However, some specific analytes were found in the trenches investigated at
concentrations that indicate a potential contamination source area for those analytes.

Soil samples collected from the treach areas investigated in anomalous areas A, F, and H during this
program as well as previous sampling programs indicate high conceatratioas of the following analytes:

|

&
>:>::::::==:=F

Chlordane
Dieldri
Dithiane
Lead

Mercury
Zinc

Seven of the exploratory trenches excavated in Anomalous Arca H during the IRA field program intersected
the groundwater table. This indicates that the contaminated material in some of the disposal trenches is
probably in contact with groundwater during some seasons.

4252 Contaminant Migration

Groundwater samples taken from wells located upgradient and downgradient of disposal trench arcas
indicate an increase in the downgradient concentrations of heavy metals, mustard-related organo-sulfur
compounds, and organochlorine pesticides. Specifically, the downgradient concentrations of aldrin, arsenie,
chlordane, and dithiane are higher than upgradient concentrations. Figures 4-13 to 4-16 show the upgradient
and downgradient groundwater concentration {xg/L), as well as the concentration (in sg/g) for soil/waste
samples taken from disposal trenches located between the upgradient and downgradieat wells for these
specific analytes. The increase in downgradient analyte concentrations shown on the contaminant
distribution maps indicate that those trenches are likely sources of groundwater contamination for the
indicated analytes. However, an upgradient source for cach of thesc analytes is also indicated.
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43 LIME SETTLING BASINS

Previous investigations conducted in the Lime Settling Basins indicated high concentrations of arsenic and
organochlorine pesticides in soils. However, insufficient groundwater data were available to evaluate whether
the Lime Settling Basins were a source of groundwater contamination.

The investigative program for this site included installation of a new well downgradient of the Lime Settling
Basins, sampling groundwater from four downgradieat wells, including soil and water from the new well and
four upgradient wells, including one well installed during the investigation of the M-1 Settling Basins, and
performing a chemical fixation treatability test on Lime Settling Basins soils.

The following sections describe the field investigations and present the results of the treatability test and
chemical analysis of the soil and groundwater samples collected in the Lime Settling Basins area during the
field program.

43.1 Solls

The investigation in the Lime Settling Basins area included the installation of Well No. 36194 about 85 feet
downgradient of the basins. Well No. 36193, installed during the investigation of the M-1 Basins, is located
about 300 feet upgradieat of the Lime Scttling Basins and provides some current stratigraphic control in the
area. Both wells were drilled to the Denver Formation bedrock.

Well No. 36194, drilled to a total depth of 28 feet, encountered bedrock at 26.5 feet. The surface elevation
of Well No. 36194 is 5,254.3 feet above msl. The alluvium consists of yellowish-brown, loose, fine-grained,
well-sorted, subangular, silty sand to 19 feet; a moderate brown silty sand to 21.6 feet; and a firm to stiff,
pale yellowish-brown clay to 26.5 feet. The Denver Formation, encountered at 26.5 feet, was a very stiff,
dusky brown, silty clay. The well screen was set from 5,240.1 to 5,231.3 fect above msl,

Well No. 36193, drilled to a total depth of 19 feet, encountered the top of the Denver Formation bedrock
at 155 feet. The surface elevation of Well No. 36193 is 5,261.8 feet above msl. The alluvial material
consisted of yellowish-brown, loose, fine-grained, well-sorted, subangular, silty sand. The top 3 feet of the
Denver Formation consisted of fine-grained silty sand interbedded with 2- to 3-inch thick pale orange silty
clay Jenses. At 18.5 fect, the Denver Formation changed to a hard, dark brown claystoae. The well screen
was set from 6.9 to 15.7 feet bgs (5,254.9 to 5,246.1 fect above msl).
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Six soil samples were taken during the instaliation of Well Nos. 36193 and 36194. Samples taken from the
0.5- to 1-foot and 10- to 11-foot intervals in Well No. 36193 were analyzed for GC/MS semivolatiles, arsenic,
and mercury. The sample takea from the 4- to 5-foot interval was analyzed for GC/MS volatiles, GC/MS
semivolatiles, organochlorine pesticides, organosulfur compounds, thiodiglycol, DIMP/DMMP, arsenic,
mercury, ICP metals, and moisture content. Samples takea from the 0- to 1-foot, 4- to S5-foot, and 19- to
20-foot intervals in Well No. 36194 were analyzed for GC/MS volatiles, GC/MS semivolatiles,
organochlorine pesticides, organosulfur compounds, thiodiglycol, DIMP/DMMP, total arsenic and mercury,
dissolved arsenic and mercury, ICP metals, and moisture conteat.

432 Groundwater

Water samples were collected from eight wells in the Lime Settling Basins arca. The sampled wells include
Nos. 36001, 36054, 36055, 36058, 36076, 36167, 36193, and 36194. The samples were analyzed for GC/MS
volatiles, GC/MS semivolatiles, organochlorine pesticides, organosulfur compounds, thiodiglycol,
DIMP/DMMP, total arsenic and mercury, dissolved arsenic and mercury, ICP metals, and pH.

Four of the wells are located upgradient and four are downgradient of the Lime Settling Basins as shown
in Figure 4-3. Screcned intervals for all the wells sampled, except Well No. 36055, are in the alluvial aquifer
or are straddling the Alluvium/Deaver Formation contact. ‘The screened interval in Well No. 36055 is set
in the Denver Formation just below the contact. It was belicved that the 5 feet of sand pack above the
screened interval (required by USATHAMA) would allow direct communication with the alluvial aquifer.
However, water level and the major anions and cations measured in the well are significantly different from
nearby Lime Settling Basins wells suggesting that it is not screcned in the same unit. Table 4-9 is a summary
of the Lime Settling Basins well characteristics. Please note that Well Nos. 36001 and 36193 are described
in Table 4-1, M-1 Basins Well Summary, as well as Table 4-9.

The water table measurements were taken in all of the Lime Settling Basins wells in July 1989. The water
table elevations range from 5,253 feet above msl south of the Lime Settling Basins to 5,239 feet above msl
to the north. Based on the observed measurements, groundwater flow is towards the north to northwest in
the Lime Settling Basins area. The saturated thickness of the alluvium ranges from 5.4 to 18.4 feet.
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433 Treatabllity Testing

Samples of Lime Seitling Basins soil were collected for treatability testing of chemical fixation to immobilize
metals and organochlorine pesticides (OCP). Previous sampling had shown high OCPs at the sample
location selected for soil collection. Howeves, the first soil sample collected failed screening for lewisite and
could not be seat off post. Three additional soil samples were collected and two of the three also failed
screening for lewisite. The third sample passed the Army agent screen and was seat to Kiber Associates
for chemical fixation treatability testing. The soil sample was analyzed by EPA TCLP protocols before and
after chemical fixation. Table 4-10 shows the results of the chemical fixation treatability testing.

434 Analytical Program
The results of the analytical program are presented in this section.
434.1 Chemical Data

Table 4-11 shows the findings of Lime Basins Soil Sample Analyses. Table 4-12 shows the findings of Lime

Basins groundwater analyses., (Because of their length, Tables 4-11 and 4-12 have been placed at the end
of Section 4.0.)

435 Data Interpretation

This section contains a discussion of the data collected at the Section 36 Lime Settling Basins during the field
and laboratory investigative program conducted to assess IRA alternatives. The sampling and analytical
program developed for this investigation was designed to investigate upgradient and downgradient alluvial
groundwater samples. The purpose of this investigation was to evaluate if any of the contaminants identified
during previous sampling programs bad entered the groundwater, and, if so, to assess appropriate remedial
technologies to mitigate the release of contaminants. This section also includes a discussion of data collected
during previous investigations conducted at the Lime Settling Basins to provide additional information
characterizing the nature, concentration, and distribution of contaminants in this area.
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TABLE 4-9

GROUNDWATER WELL SUMMARY TABLE FOR LIME SETTLING BASINS

Screened Water
Interval Elevation

Well No. (ft) Formation (fv) Reason Sampled

36001 5253.8- Alluvial 5251.7 Downgradient of M-1 Settling
52433 Basins; upgradient of Lime

Settling Basins

36054 5243.1- Alluvial 52515 Upgradient of Lime Settling
5239.1 Basins

36055 5228.3- Denver 52442 Downgradient of Lime Settling
52243 Basins

36058 5236.6- Alluvial 52532 Upgradient of Lime Settling
5233.2 Basins

36076 5234.8- Alluvial 5239.4 Downgradient of Lime Settling

R 5231.4 Basins
o 36167 5243.1- Alluvial 52436 Downgradient of Lime Settling

52373 Basins

36193 5254.9- Alluvial 52528 Downgradient of M-1 Settling
5246.1 Basins; upgradient of Lime

Settling Basins

36194 5240.1- Alluvial 5240.8 Downgradient of Lime Settling

52313 Basins

c t (w)(2002-350)(VERS-2.1 /VTB9)12/11/90)
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TABLE 4-10
CHEMICAL FIXATION TREATABILITY TEST RESULTS
LIME SETTLING BASINS

(Page 1 of 3)

Method 6010 ICP Metals
(ug/L)

Aluminym ND 200 ND
Antimony ND 200 ND
Arsenic ND 300 ND
Barium 1,300 ug/L 50 1,400
Beryllium ND 5 ND
Boron ND 500 NA
Cadmiuvm ND 5 ND
Calcium 2,400,000 ug/L 5,000 2,900,000
Chromium ND 10 ND
Cobalt ND S0 ND
Copper ND 20 ND
Iron ND 100 ND
Lead ND 100 ND
Magnesium ND 5,000 ND
Manganese ND 20 ND
Molybdenum ND 100 ND
Nickel ND 50 ND
Potassium 31,000 5,000 ND
Selenium ND 300 ND
Silver ND 10 ND
Sodium 29,000 5,000 16,000
Thallium ND 500 ND
Vanadium ND 50 ND
Zinc ND 20 ND
Mecthod 7060 EPA
Arsenic ND 5 ND
Mcthod 7470 EPA
Mercury N 2 ND
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CHEMICAL FIXATION TREATABILITY TEST RESULTS

TABLE 4-10

LIME SETTLING BASINS
(Page 2 of 3)

Dimethyldisulfide
1,4-Oxathiane
1,4-Dithiane

p-Chlorophenyl-
methylsulfide

p-Chlorophenyl-
methylsulfoxide

p-Chlorophenyl-
methylsulfone

Benzothiazole
pp-DDT

Dieldrin
Endosulfur I
Endosulfur II
Endosulfur Sulfate
Endrin

Endrin Aldehyde
Heptachlor
Heptachlor
Epoxide
Toxaphene
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4
' A TABLE 4-10
CHEMICAL FIXATION TREATABILITY TEST RESULTS
LIME SETTLING BASINS
(Page 3 of 3)
(ug/L)
Aroclor 1016 ND 5 ND
Aroclor 1212 ND S ND
. Aroclor 1232 ND S ND
' Aroclor 1242 ND 5 ND
. Aroclor 1248 ND 5 ND
Aroclor 1254 ND ] ND
Aroclor 1260 ND S ND
I ND
4 ‘ Methoxychior ND 01
ND
Isodrin ND 05
ND
Hexachlorocyclo- ND .05
pentadiene
(HCCPD)
Aldrin ND 05 ND
: alpha-BHC ND 01 ND
beta-BHC ND 01 ND
delta-BHC 02 01 ND
Lindane ND 01 ND
{
H
N Chlordane ND 1 ND
; .
) ( pp-DDD ND 01 ND
fh - pp-DDE ND 05 ND
il
' | 453
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43.5.1 Waste Characterization

Based on the operational history and soil sample analysis, the primary contaminants of concern at this site
were identified as arsenic and OCPs. Soil samples collected from within and around the perimeter of the
Lime Settling Basing during previous investigations indicate high concentrations of the following analytes:

Analvte Highest D e ion in Soil (xg/%)
Aldrin
Arsenic
Chlordane
Dieldrin
Endrin
Isodrin

EE8E8838

A construction drawing of the Lime Settling Basins shows the bottom of the basins at an elevation of 5,241.9
fect above msl. Water level measurements taken in July 1989 indicate that the elevation of the bottom of
the basins is approximately 5 feet below the groundwater table in the area.

4352 Contaminant Migration

The distribution of the above listed analytes within the Lime Settling Basins differ from the distribution
found in surrounding soils. Within the basins, high concentrations of analytes are generally found throughout
the soil fill and the underlying lime percolation bed material to the bottom of the basins (shown on the
construction drawing at elevation 5,241.9 feet above msl). However, analysis of the distribution of analytes
in soils surrounding the Lime Settling Basins indicates a different trend.

In the soils surrounding the Lime Settling Basins, the concentration and number of detections of OCPs is
higher in the shallow surficial soils (generally less than 3 feet) than in decper soil horizons. The
concentration of OCPs in soil horizons greater than 5 feet below ground surface (bgs) are generally below
the certified reportable limit (CRL) for the compounds.

Analysis of the distsibution of arsenic in soils surrounding the Lime Settling Basins and particularly
downgradient of the basins indicate a notable trend. Low conceatrations of arsenic are generally found in

most surficial soils within, adjacent to, and downgradient of the Lime Settling Basins. The concentration
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of arsenic in deeper soil horizons (but above the water table) are generally below the CRL (with a few
exceptions). However, the concentration of arsenic in soil below the water table (or within the zone of
annual water level fluctuations) in downgradient borings ranged from 79 to 340 xg/g. This increase in
arsenic concentration in soil below the water table downgradient of the Lime Settling Basins indicates that
the basins have been releasing arsenic to the alluvial groundwater and that arsenic is now adsorbed onto soil
particles downgradient of the Lime Settling Basins.

Figure 4-3 shows the concentration of arsenic detected in groundwater in Lime Settling Basins wells during
the IRA field investigations. The two to three order of magnitude increases in arsenic concentration in
filtered (less than 0.45 micron). Alluvial groundwater samples collected downgradient of the Lime Settling
Basins indicates that arsenic is continuing to enter groundwater in a mobile form.

44 MOTOR POOL AREA

Previous investigations indicate that a portion of a trichloroethylene (TCE) plume detected in the Western
Study Arca groundwater may originate in the area. However, the data collected were insufficient to identify

a source for the TCE groundwater contamination.

The investigative program developed for this site included a soil gas survey and a records and plans search

focused on the buildings near the previously indicated TCE plume,
4.4.1 Soil Gas Survey

The soil gas survey was conducted in the vicinity of the Motor Pool Area to evaluate the nature and extent
of volatile organic compounds (VOC) present in the soil. The major compound of interest was TCE
because it was identified during a previous soil gas investigation in the area.

Eighty soil gas samples, located at approximately 200-foot centers, were collected at the site. Within the area
shown by previous investigations to be contaminated, sample spacing was reduced to provide more detailed
information on the distribution of contaminants. At the start of the program, three vertical profiles were
done to determine optimum sampling depth and vertical distribution of contaminants. Vertical profile
sampling depths were 5, 10, and 15 feet bgs. As a result, the standard sampling depth for this program was

15 bgs.

. 4-55
{ (49)(2002-350-W)(VERSION 3.0/SBCTIONARPT)(12/12/90)

B VY T N P .,..—v.»Y—a.q.‘_mv



Pl o -

Woodward-Clyde Consultants

The program was designed to analyze soil gas samples for VOCs, including TCE, trans-1, 2-dichlorocthene,
cis 1, 2 dichloroethenc, 1,1 dichloroethens, as well as benzene, ethylbenzene, toluene, meta + para xylenes,
and ortho xylene. Analyses for the full 502.2 suite of compounds were performed at sclected random
locations to determine if these additional compounds were prescat. Appendix J cootains the soil gas
sampling results.

4.42 Data Interpretation

Conceantrations of analytes in the soil gas samples were found to range from < 0.01 to > 600 (as gas).
A complete list of analytes and their respective concentrations at each location are shown in Appendix J.
The areal distribution of TCE soil gas concentrations in the Motor Pool Area is shown in Figure 4-17. This
distribution closely resembles the distribution mapped by the previous study.

The results of this soil gas survey indicate that the highest concentrations of TCE were noted in an area
behind Building 624 near where a pipe from a floor drain in the building was found to discharge into a ditch.
The floor drain pipe originates in Building 624, a building where historical records indicate TURCOQOe (a
TCE-based solvent) was used to clean and degrease equipment and machinery.

The TCE soil gas plume originating where the pipe discharges could be traced approximately 2,500 feet
porth from Building 624 using the soil gas sampling equipment. The lack of available information
concerning the quantities of TCE used and the timing of the discharges makes interpretation of the rate of
migration difficult; however, at least one apparent source of the previously identified TCE soil gas plume
was identified during the investigation.
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TABLES 4-3 and 44
4.7 and 48
411 and 412

SAMPLE IDENTIFICATION

Each sample shall be given a unique, sequential sample identification number. These numbers will be
assigned to cach sample prior to the sampling event. The format of the number is as follows: WCXXX999-
Y887. The format is broken into eight sections as follows:

The first two characters, WC, ideatify the sample to the laboratory as a Woodward-Clyde sample.

e The next three characters, shown as XXX in the example number, identify the site. The choices
for XXX are: M-1, 36N, and 36S.

e  The next three digits, shown as 999 in the example number, are the boring or well number. Boring
numbers will be assigned sequentially, beginning with 001, 002, 003, etc. except for any boring that
will be converted to a monitoring well. The three-digit boring number for borings converted to
monitoring wells will consist of the last three digits of the well number which has been assigned
by the Army, shown on Figure C-3.

o  The first character following the hyphen, shown as a Y in the example number, identifies the
sample matrix. Sample matrix codes are:

G - Ground water

S - Soil in alluvium

D - Soil in Deaver Formation

W - Waste in M-1 Settling Basins or in Section 36 trenches
A - Air

e The next two digits, shown as 88 in the example number, give an approximate depth of the sample,
e.g 04 for a sample taken at the 4- to 5-ft depth interval. Exact depth shall be recorded in the

field book and entered into the data base. This number is primarily to provide a means of
differentiating samples taken from the same boring.
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. Thcﬁnddigigshownu7hlhemnpleunbu,kawdefuidenﬁfyin¢thetypeofmpk.
The codes are:

£

1 - Sample

2 - Duplicate

' 3 - Field Rinsates

4 - Trip Blanks

§ - Field Blanks

6 - Filter Rinsate Blank

4-59
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